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Groeneveld-BEKA
Reducing customers’ operational costs and at the same time increasing uptime, productivity, efficiency and safety of their 
vehicles and machines. That is what it’s all about at Groeneveld-BEKA. We accomplish this by developing, producing, 
supplying and servicing industry-leading automatic lubrication, fluid control and safety support systems.

Groeneveld-BEKA, part of The Timken Company, is the world’s second largest producer of automatic lubrication systems, 
fluid management and safety support systems. Groeneveld-BEKA products improve equipment life and reliability, while 
reducing the total cost of ownership. 

Groeneveld-BEKA was formed through the merger of two well-established companies: Groeneveld and BEKA. Groeneveld 
was founded in 1971 and acquired by Timken in 2017. BEKA was founded in 1927 and acquired by Timken in late 2019. 
Groeneveld has also incorporated Interlube into their brand. Interlube was acquired by Timken in 2013. Groeneveld-BEKA 
operates in more than 40 countries worldwide and is represented by a growing number of independent distributors in 
many countries around the globe. 

Groeneveld-BEKA products are supplied for ex-factory installs to leading manufacturers of trucks, trailers, buses, wind 
turbines, industrial applications, mining and construction equipment. In addition Groeneveld-BEKA systems are installed 
in the after-market for a wide variety of transport, construction, agricultural, port equipment and industrial applications. 
Groeneveld-BEKA strives to develop and manufacture all of its products in-house according to World Class Manufacturing 
principles. 

Automatic Lubrication Systems

Groeneveld-BEKA offers dedicated automatic lubrication systems for all kind of equipment in a wide variety of market 
segments, from the smallest excavator to the largest trucks and industrial applications. The application of our high-end 
systems leads to decreased wear and tear of critical components resulting in extended life time, less downtime and reduced 
repair and maintenance costs. In short: higher productivity and lower operational costs. As operators no longer have to 
climb on or crawl under the equipment, Groeneveld-BEKA’s automatic lubrication systems also contribute to safety. 

For optimal greasing in all circumstances Groeneveld-BEKA has the right type of grease for every application and every 
system. This is your guarantee for many years of trouble-free operation of your system and perfect lubrication of your 
valuable equipment. 
 

Fluid Control Systems

Groeneveld-BEKA’s fluid management systems reduce daily maintenance and minimize the risk of unexpected downtime by 
controlling engine oil levels or removing contamination. Next to the oil management systems, Groeneveld-BEKA also offers 
systems which easily convey hydraulic power from a fixed point to a moving point.

Safety Support Systems

For many years, Groeneveld-BEKA supplies safety support systems for a wide range of applications. Speedlimiters as well  
as obstacle detection and camera systems by Groeneveld-BEKA increase safety in many segments from road transport to 
construction, port, terminal and internal transport.

The World of Lubrication

Groeneveld-BEKA, part of The Timken Company, is a global enterprise with  
a worldwide coverage. In many countries, the company is also represented 
by independent distributors and dealers – all just as driven as our own 
organisation to offer added value to the customer’s company. 

With decades of experience providing reliability services to a range of 
industries, Groeneveld-BEKA offers complete automated maintenance solutions 
for all your needs. Groeneveld-BEKA’s reliability products maintain your 
equipment, helping you increase uptime and improve profitability.

Visit the Groeneveld-BEKA website for contact details of our subsidiaries, distributors and service dealers.



Automatic maintenance and safety systems for all kind of applications
Indoor or outdoor, extreme high or low temperatures, many or few lubrication points; Groeneveld-BEKA has the perfect 
lubrication system for every application. Whether it comes to automatic lubrication systems, automatic oil management or 
safety support systems, Groeneveld-BEKA offers a customised solution for any application in the field of agriculture.

TractorsTelehandlers

Cultivators

Combines

Sprayers

Bailing equipmentHarvesters Planting equipment

Plows
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Less maintenance, improved efficiency and lower costs
Manual lubrication of pins and bushings, for example, is not only dirty and unpleasant work, it also takes time. Time during 
which the machine should be in operation to make money. Because in the end it is all about profitability.

Groeneveld-BEKA’s systems have been proven to extend component life compared with manual greasing, dramatically 
cutting the cost of component replacements, reducing machine downtime and improving efficiency and safety.

The benefits

The benefits of automatic lubrication are clear: a better greasing of critical components, no time wasted on manual 
lubrication and the certainty that machines will always be greased independent of weather conditions, time schedules or 
operators. All resulting in significant cost savings.

Reduce machine downtime
Unlike with manual lubrication, automatic lubrication systems don’t require a machine to be shut down in order to apply 
lubrication. Since lubrication will be done during normal machine operation, machine downtime is reduced with ca. 15%. 

Extend equipment life
Better and uniform greasing of all critical components, because bearings and pins and bushings are in motion when 
lubrication takes place, result in less wear and tear of machinery.

When lubricating while equipment is moving, the lubricant will create a more even film around the lubrication point to 
avoid metal-to-metal contact. Protecting these components will increase their lifetime and the life span of your equipment. 

Reduce maintenance costs
Because components are protected against wear you won’t have to replace them as often, which will save you on spare 
parts. And since you don’t need a technician to manually lubricate all the lubrication points, you can also add this to the 
reduction in maintenance costs. 

Also the reduction in lubricant consumption by providing small amounts of lubricant at more frequent intervals, will lower 
your costs for oil or grease.

Improve environmental footprint
Automatic systems measure the exact amount of lubricant required. Waste, product contamination and housekeeping 
issues are substantially reduced. Improved lubrication for bearings, gears and chains translates to lower friction and lower 
energy consumption.

Improve safety
Prevent your technicians from accessing dangerous areas or having to climb on machines, sometimes when it’s still running, 
to manually lubricate those lubrication points. Automatic lubrication avoids these safety risks. 

Automatic lubrication also avoids the human contact with lubricants and avoids spilling on the floor, reducing the risk of 
accidents and injuries from slipping. 

Agricultural equipment

Automatic lubrication

Effectiveness of Automatic Lubrication

Overgreasing

Optimal greasing level

Undergreasing
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Automatic lubrication Systems

Less maintenance, improved efficiency



Multi-line systems

Groeneveld MultiLine
The Groeneveld MultiLine is a range of automatic lubrication systems mainly designed for self-install. It enables the use 
of automatic lubrication on applications where return on investment is challenging. The MultiLine kits are ready to be 
installed by your own technicians. You can select a reservoir of 1.25 and 2 liter. With all of the greasing points lubricated 
automatically, the service interval and lifetime of the application are extended significantly. This makes the MultiLine a 
smart investment in operational efficiency.

•	 Suitable for oil SAE 80/90 up to NLGI-2 grease
•	 All fittings are standard with push-fit connectors
•	 Lines are numbered, precut and grouped
•	 Reduces operational costs and increases efficiency
•	 Waterproof and corrosion resistant

System overview 
Fill cap 
The MultiLine oil pumps are fitted with a bulk fill cap which 
is suitable for oil fill. 

Reservoir with paddle blade
The reservoir is equipped with a paddle blade which pushes 
the lubricant into the pumping chamber and provides a visual 
indication of the pumps operation. 

The MultiLine is available in 1.25 or 2 litre reservoir.

Pumping elements
MultiLine AC is available with up to 60 pumping elements. 
The MultiLine AC pumps are pre-calibrated with yellow 0.025 
cc pumping units.

If a lubrication distribution line is not required simply remove 
the line and replace it with a blanking plug.

Filler coupling
At the bottom, the pump is equipped with a grease nipple 
for filling with grease. Using the grease nipple adaptor 
for grease fill avoids the possibility of air entrapment and 
cavitation.

Push fit connectors
The push fit connectors provide an easy installation of the 
lubrication lines.
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Pumping elements

A selection of pumping elements with varying outputs are available to suit almost any need. Each pumping element has a 
push fit connector to provide an easy installation of the lubrication lines. 

The maximum output pressure of each pump element is 120 bar (1740 PSI). 

Color Output/stroke Outlet size

Red 0.010 cc

4 mm OD

Push type

Green 0.015 cc

Yellow 0.025 cc

Blue 0.040 cc

Grey 0.060 cc

Black 0.100 cc Piston

External spring

Body



Top module: the top cover
The top cover comes in 2 versions, the GMA and the GMA+. 
The GMA is delivered without a control unit, where the 
GMA+ does. The control unit allows the user to set the 
grease interval or the pump via the display and touch pads 
on the integrated PCA display. Both GMA and GMA+ versions 
include the gearmotor and the main connector. 

Oil refilling inlet
At the top of the pump a refilling tube is installed to refill 
the reservoir with oil. 

Central module: the reservoir
The GMA is available with different reservoir volumes:  
2, 3 or 5 liters. 

Paddle blade
The reservoir is equipped with a paddle blade which is 
directly connected to the gear motor. The rotation of the 
paddle blade minimizes air pockets and grease separation in 
the reservoir. 

Lower module: the pumping element outlets
The GM is available with 3 different amount of outlets, with 
possibility to use up to 18, 36 or 72 outlets.

There are 6 different pumping elements with push to fit 
connectors available with varying outputs. The push to fit 
connection provides an easy installation of the lubrication 
lines. The pumping elements are similar to those of the 
Groeneveld MultiLine system.

If an outlet is not required, they can easily be covered with  
a blanking plug. 

Grease refilling inlet
At the bottom of the pump a refilling inlet in installed to 
refill the reservoir with grease. This inlet avoids the possibility 
of air entrapment of the grease.

Groeneveld-BEKA GM-Series
The Groeneveld-BEKA GM is the latest development in multi line technology and designed for self-install on mobile 
applications like trucks and trailers, small construction machinery and agricultural machines.

The Groeneveld GM has been designed for easy service and exchange of sealed for life components. Adjusting the system 
to the lubrication needs and upgrading the system, as well as servicing the system, will be easy due to the modular 
concept.

•	 Modularity enables to meet customer specific requirements, from basic to high-end
•	 Interchangeable components make it easy to service and adjust
•	 Easy maintenance
•	 OEM quality standards, compliant with IATF & SPICE regulations
•	 Waterproof and corrosion resistant
•	 Suitable for oil SAE 80/90 up to NLGI-2 grease

System overview

Multi-line systems

Agricultural equipment



Groeneveld Twin
Unique product features make the Twin the best solution for larger machines that are often used under extreme 
conditions. The system works under relatively low pressure, which means that the structure – and therefore the quality – of 
the grease is preserved. 

The dual-line system with its patented metering units ensures that all lubrication points are always optimally lubricated. 
This is made possible due to precise metering and lubrication intervals, also in case of extremely low or high ambient 
temperatures and large distances between pump and lubrication points. In addition, it is easy to expand the system to 
detachable equipment pieces. 

•	 Grease output and grease delivery independently of ambient temperature and grease viscosity
•	 �Modern pump with real-time clock, memory, CAN-Bus connection� and follower plate
•	 Suitable for biodegradable grease
•	 High quality metering units and distribution blocks 
•	 Standard with in-cab display
•	 �Available with reservoir volumes ranging from 2 to 200 litres
•	 �Easy to programme, install and extend to equipment pieces through quick couplers

System overview

Follower plate
The follower plate ensures that all the grease in the reservoir is used. 
This means that the reservoir wall remains clean, allowing you to 
check the grease level visually. Ageing of the grease as a result of 
oxidation is also prevented.

Reservoir
Twin is available with reservoir volumes of 3, 4, 6 and 8 litres. 

Filler coupling with filter
�The filling coupling with grease filter prevents contamination during 
filling.

Pump housing
The pump is made of hard anodised aluminium and nylon reinforced 
- containing the control unit, memory database and minimum level 
indicator.

Dual-line systems
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Dual line distribution blocks & metering units

Various types of distribution blocks and metering units are available for the Twin system. 
Each grease point can receive the correct dose of grease per greasing cycle by a careful 
choice of the type of metering unit, which all have a different grease output.

Metering unit cc per cycle Metering unit cc per cycle

0 0.025 cc 7 0.350 cc

1 0.050 cc 8 0.400 cc

2 0.100 cc 8.5 0.700 cc

3 0.150 cc 9 1.000 cc

4 0.200 cc 10 2.000 cc

5 0.250 cc 11 4.000 cc

6 0.300 cc

11 4.000 cc

 



BEKA ZEPTO
The electric cartridge pump ZEPTO is designed to provide lubricant within a central lubrication system (for example, a 
progressive system) or to single lubrication points. ZEPTO is mainly used for lubrication of smaller machines and systems 
with up to 30 lubrication points.

The compact eccentric pump supplies the lubricant reliably with the help of a desmodromic pump element. An innovative
revolution control ensures constant delivery rates irrespective of the supply voltage.

ZEPTO can be used with various screw cartridge types available on the market. Due to simple cartridge replacement the 
lubricant can be refilled fast and clean.

•	 Rugged and compact design
•	 Simple replacement of lubrication cartridge without tools
•	 Suitable for various screw cartridge types available on the market
•	 High-strength glass fiber plastics withstand the most adverse conditions
•	 Unique: dust tightness (6K) and safe cleaning through high pressure/steam jet cleaning (9K)

System overview

Protective cover
The cartridge is protected by a transparent cover. 

Cartridge types
Suitable for different cartridge types for greases up to NLGI-2.  
ZEPTO is as standard being delivered with a cartridge adapter type S. 

Pump element
Pump element incl. pressure limiting valve and a Ø 6 mm pressure 
connection. The pump element has a constant output of 0.9 cc  
per minute, regardless of the supply voltage.

Display
All programs and parameters of the device can be set directly with 
the control keys on the display under the inspection glass.  
No additional tools are needed.

Integrated control unit
The ZEPTO has an integrated control and is available in two versions.  

The operational modes are time control, time control with pressure 
monitoring, pulse control and continuous operation.

Progressive systems
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BEKA PICO
The PICO system combines power and flexibility in perfect conditions with a compact design. The PICO system is the 
unique combination of progressive- and multi line technology and suitable for compact machines like bailing or planting 
equipment and tillage tools. 

The basic version of the PICO pump is delivered with a progressive distributor which supplies lubricant to the lube points 
via one or more progressive distributors. In addition up to 8 lubrication points can be supplied directly via the multi line 
principle. If necessary the system can be enlarged by a second progressive cycle.

•	 Very compact design for applications with little number of lubrication points
•	 Unique combination of two lubrication systems:
•	 Progressive- and multi line technology
•	 Suitable for all common lubricants from NLGI-000 up to NLGI-2
•	 Flexible extension possibilities

System overview

Pump elements

Two different construction types of pump elements can be installed into the device, depending on for which lubrication 
system or for which lubrication system combination the device is used.

System Pump elements Metering volume

Multi line

PE 5 0.005 cc/stroke 

PE 10 0.010 cc/stroke

PE 15 0.015 cc/stroke

PE 25 0.025 cc/stroke

PE 50 0.050 cc/stroke

Progressive
PE 120 F with/without pressure 

limitation valve
0.120 cc/stroke

PE 120 FV 0.04 up to max. 0.12 cc/stroke (adjustable)

Reservoir
The 1,2 litre reservoir is available with agitator blade or follower 
plate. The system with a follower plate can be installed in each 
direction, also upside down. 

Follower plate
The follower plate ensures that all the grease in the reservoir is used. 
This means that the reservoir wall remains clean, allowing you to 
check the grease level visually. Ageing of the grease as a result of 
oxidation is also prevented.

Multi line outputs
The PICO has got 8 multi line outputs for different pump elements.

Progressive outputs
The PICO has got 2 progressive outputs for different pump elements.

Filing zerk
The pump can be filled with a standard filling gun. The filling zerk 
can be replaced by a filling connection to refill using a filling pump. 

Control unit
The PICO can be delivered with an integrated control unit with:
•	 3 control functions: time, stroke or revolutions
•	 Electronic monitoring of grease level, pump function, distributor  
	 function, line rupture, lubricant feeding
•	 Selection of operating conditions: easy, medium or heavy
•	 Integrated data logger with diagnosis module DiSys

The protective housing is equipped with a bayonet or Hirschmann 
plug-type connection.

Progressive systems
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BEKA EP-1 
The EP-1 is an electrically actuated pump with up to 3 indepently operating lubrication outlets. The EP-1 is able to deliver 
commercial lubricants from NLGI-000 up to NLGI-2 at a working pressure of maximum 280 bar. Therefor this system is the 
ultimate solution for different agricultural applications. 

•	 A versatile solution for most mobile and stationary equipment
•	 Suitable for all common lubricants
•	 Springless pump with desmodromic drive for highest reliability 

System overview

Level monitor
The EP-1 can be equipped with an electronic grease level controller 
to control the minimum grease level. 

Reservoir
The EP-1 reservoirs is made of transparent plastic and contains an 
agitator blade. The agitator blade enables a visual check of the 
lubricant volume in the reservoir. 

EP-1 is available with different reservoir capacities.

Pressure relief valve

Pump element
The EP-1 has up to a maximum of 3 lubricant outlets. A separate 
pump element is required for each outlet. Three pump elements with 
different flow rates are available, as well as a flow-adjustable pump 
element.  

Filing zerk
The pump can be filled with a standard filling gun. The filling zerk 
can be replaced by a filler coupling.  

Control unit
The EP-1 series differ in control type. EP-1 can be controlled 
externally or with an integrated control unit with:

•	 3 control functions: time, stroke or revolutions
•	 Electronic monitoring of grease level, pump function, distributor  
	 function, line rupture, lubricant feeding
•	 Selection of operating conditions: easy, medium or heavy
•	 Integrated data logger with diagnosis module DiSys

Pump elements

Three pump elements with different flow rates are available, as well as a flow-adjustable pump element.  
All pump elements are marked either with a groove or with a notch for a better differentiation. 

Pressure: Max. 350 bar
Pressure limiting valve: adjusted to 280 bar

PE 60 PLV
0.06 cc/stroke

PE 120 PLV
0.12 cc/stroke

PE 120 V PLV
Max. 0.12 cc/stroke
Adjustable output

PE 170 PLV
0.17 cc/stroke

Progressive systems
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Top module: the reservoir
The GP series is available with 3 different kind of reservoirs 
and different volumes. All reservoirs are interchangeable and 
can easily be placed on the central module. 

Central module: the drive unit
The GP series comes with 2 different drive units, a 12V and a 
24V version.

Grease outlets
The GP series has a maximum of 3 grease outlets with each  
a separate piston with direct delivery to the main line.  
Two outlets are plugged as a standard. 

The standard piston has an output of 2.5 cc/min. 
Optionally a larger piston with an adjustable output from  
2 up to 4 cc/min can be installed. The pistons are easily 
exchangable. 

The option for 3 different outlets makes it easier to lubricate 
different greasing points on complex machinery.

Lower module
The lower module is available in two options, the GPA and 
the GPA+. The GPA is delivered without a control unit as a 
standard.

The co-molded gasket and self-holding screws in the bottom 
cover make the GP series easy to assemble and service 
without the risk of parts getting lost.

Groeneveld-BEKA GP-Series
The Groeneveld-BEKA GP series is a new developed modular progressive lubrication system, combining a single pump 
concept with different reservoir types and sizes. The GP series is designed for progressive lubrication on mobile applications 
like tippers, mobile cranes, garbage trucks, compact construction equipment, agricultural machines, telehandlers and 
reachstackers. The pump is easy to adjust and adaptable to the lubrication needs of the machine. 

The GP series has been designed for easy service and exchange of sealed for life components. Adjusting the system to the 
lubrication needs and thus upgrading the system, as well as servicing the system, will be easy due to the modular concept 
of the GP.

•	 Interchangeable components make it easy to service and adjust
•	 Easy maintenance
•	 OEM quality standards, compliant with IATF & SPICE regulations
•	 Suitable for greases up to NLGI-2, including biodegradable greases

Modular system

The GP series consists of 3 interchangeable modules, a top, central an lower module. All modules are easy to maintain, 
replace or upgrade. 

Progressive systems
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Reservoir types

There are 3 different kind of interchangeable reservoir types to adjust the system to the lubrication needs of the machine. 

Lower module

The GP series is delivered with the GPA lower module, without an integrated control unit. The lower module can easily be 
upgraded to the GPA+ lower module, which offers an integrated control unit. 

The GPA+ lower unit has an integrated control unit with a 4 digit display and touch pads making it easy to program, adjust 
the greasing interval and grease output, and check the system status. Alarms and warning messages are also showed on 
the display.

Paddle reservoir
The paddle reservoir is installed on the GP series as a standard and is equipped with 
a paddle blade. The rotation of the paddle blade minimizes air pockets and grease 
separation in the reservoir and dispense the grease to the pistons. 

The paddle reservoir is available in 2.5, 5 and 8 liter. 

Follower plate reservoir
When in need of reservoir with a follower plate, the standard paddle blade reservoir can 
be replaced. The follower plate reservoir makes it possible to use the GP series on static 
and rotating applications.

The follower plate helps compress the grease as it is used to prevent air pockets forming, 
ageing of the grease as well as oxidation from air or water. This also makes the follower 
plate reservoir suitable to use with biodegradable greases. 

Another advantage of the follower plate is that all the grease in the reservoir is used and 
the reservoir wall remains clean, allowing you to check the grease level visually. 

The follower plate reservoir is available in 3, 5 and 8 liter.

Cartridge reservoir
The cartridge version reservoir is equipped with a unique 3 liter grease cartridge. This 
capacity meets the lubrication needs and service interval of most modern compact to mid-
size machines. 

The grease cartridge makes exchanging of the grease cartridge easy and ensures that the 
correct grease is used. Since the grease is in a cartridge it is protected from ageing as well 
as oxidation from air or water, which also makes this system extremely suitable to use 
with biodegradable greases. 

The cartridge is delivered with NLGI-2 grease as a standard, but can be filled with other 
greases on request. 

GPA lower module GPA+ lower module

Progressive systems
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Groeneveld TriPlus
The Groeneveld TriPlus is a unique progressive lubrication system that offers three circuits that can be operated 
independently. It is the ultimate solution for machines that have different components requiring different amounts of 
lubrication. This prevents unnecessary lubrication of components that are not moving.

•	 Three lubrication circuits that can be operated independently
•	 Grease metering regardless of the ambient temperature 
•	 Optimal grease metering per lubrication point 
•	 Follower plate for visual checking of the grease level and to prevention of ageing of the grease as a result of oxidation
•	 Filling coupling with filter prevents contamination during refilling
•	 Provided with in-cab check light

System overview

Reservoir
TriPlus is available with reservoir volumes of 1,5, 3, 4, 6 and 8 litres. 
The 6 and 8 litre pumps are equipped with a round reservoir. 

Follower plate
The follower plate ensures that all the grease in the reservoir is used. 
This means that the reservoir wall remains clean, allowing you to 
check the grease level visually. Ageing of the grease as a result of 
oxidation is also prevented.

Filler coupling with filter
�The filling coupling with grease filter prevents contamination during 
filling. To be able to fill the reservoir using a special filling pump,  
a special filler coupling can be installed.

Pump housing with integrated control unit
The pump is made of hard anodised aluminium and nylon reinforced 
- containing the control unit, memory database and minimum level 
indicator.

The controller is the core of the TriPlus. This electronic controller, 
with a real-time clock and memory, ensures that each lubrication 
circuit receives the exact amount of grease that has been 
programmed. These settings can always be adjusted to changing 
working conditions. 

Outlets
The TriPlus can be delivered with up to 3 separate grease outlets 
with independent programming.

Progressive systems
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BEKA GIGA
The BEKA GIGA range is like having four pumps in one! It serves the full range of automatic lubrication systems and can 
be used as a progressive as well as a single line, dual line or sectional system. The progressive system is the most commonly 
used layout. 

The GIGA has three independent outlets for lubricant supply that are tied together by internal channels within the pump
housing. Each channel can be used for a different section (with its own pump element) and set to a unique cycle, or they
can all be combined to one lubrication circle with a higher delivery rate.

The optional GIGAmultitronic control unit can control and monitor up to four modes of lubrication. 

•	 Suitable for all lubrication systems: single line, dual line, progressive and sectional 
•	 Three lubrication circuits that can be operated independently
•	 Grease metering regardless of the ambient temperature
•	 Available in different reservoir sizes; 4, 8 or 16 litre
•	

System overview

Reservoir cover

Reservoir
The GIGA is available with reservoir volumes of 4, 8 and 16 litre.  
All reservoirs contain a agitator blade which enables a visual check  
of the lubricant volume in the reservoir. 

Filling port
The pump can be filled with a standard filling gun. 

Pump housing
The delivery volume of the GIGA can be varied by combining 
the outlets to one due to the special pump body with integrated 
channels.

Pressure relief valve

Pump element
The GIGA has up to a maximum of 3 independently operating 
lubricant outlets. A separate pump element is required for each 
outlet. Two pump elements with different flow rates are available. 

Controller with motor housing
There are 3 different housings available:
 
•	 A version without control 
•	 A version with the GIGA-tronic 
•	 A version with the GIGA-multitronic control unit. 

PE 120G PLV
0.12 cc/stroke and outlet

PE 250G PLV
0.25 cc/stroke and outlet

Pump elements

Two pump elements with different flow rates are available for the GIGA range. Both elements are available with or 
without a pressure limiting valve. 

Progressive systems
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BEKA HPM-2S 
The BEKA HPM-2S grease hydraulic pump is a centralized lubrication pump which, thanks to its robust and compact design, 
is particularly suitable for use in progressive centralized lubrication systems on attachments such as plowing, harrowing, 
drilling or sowing machines, balers, front loaders and other hydraulic equipment.

The HPM-2S hydraulic grease pump is designed for pumping NLGI-2 multi-purpose greases. The use of standard grease 
cartridges type S, which are screwed directly into the pump housing, enable quick and clean refilling.

The HPM-2S hydraulic grease pump can be combined with progressive distributors.

•	 Delivers lubricant dose with each impulse of the hydraulic system​
•	 Adjustable output rates to suit equipment and application​
•	 Suitable for NLGI-2​ grease cartridge type S 
•	 Output from 0.2 up to 2.0 cc/stroke

System overview

Grease cartridge
The HPM-2S is suitable for NLGI-2 grease cartridge type S 
without solids.

Lubricant connection

Ventilation screw hydraulic oil

Hydraulic connection

Set screw
The delivery rate can be set progressively via the setscrew for 
the delivery rate within a range from 0.2 to 2.0 cc/stroke.

Progressive systems
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Progressive distributors
The BEKA progressive distributors are built in modular disc design. Therefore the distributors can be extended or shortened 
depending on the number of lubrication points. Because of the disk construction, there is the possibility to form individual 
distributors with different metering elements and different metering volumes. 

BEKA MX-F

The MX-F distributors are used in the mobile range, in onroad and offroad vehicles, agricultural and construction 
machinery etc. These distributors are made of steel with a zinc-nickel coating.

Type element Output per outlet Output per element

MX-F 25 0.025 cc 0.05 cc

MX-F 45 0.045 cc 0.09 cc

MX-F 75 0.075 cc 0.15 cc

MX-F 105 0.105 cc 0.21 cc

No. of metering elements Min. 3, max. 12
Excluding start and end element

BEKA LX-4 

The LX-4 distributors are the alternative for the MX-F with a high metering flexibility and accuracy. They are made of steel 
with a zinc-nickel coating. 

Type element Output per outlet Output per element

LX-4 50 0.05 cc 0.10 cc

LX-4 100 0.10 cc 0.20 cc

LX-4 150  0.15 cc 0.30 cc

LX-4 200 0.20 cc 0.40 cc

No. of metering elements Min. 3, max. 10
Excluding start and end element

BEKA SXE-2 

The SXE distributor-range is designed for the use as main distributor for lubrication systems at construction machinery. 
Within this range the use of dummy elements is possible, which can be replaced by metering elements if necessary without 
disassembling the whole distributor and lines. The SXE-distributors are made of steel with a zinc-nickel coating.

Type element Output per outlet Output per element

000 SXE-2 Dummy element

100 SXE-2 0.10 cc 0.20 cc

150 SXE-2 0.15 cc 0.30 cc

220 SXE-2 0.22 cc 0.44 cc

300 SXE-2 0.30 cc 0.60 cc

400 SXE-2 0.40 cc 0.80 cc

500 SXE-2 0.50 cc 1.00 cc

620 SXE-2 0.62 cc 1.24 cc

760 SXE-2 0.76 cc 1.52 cc

No. of metering elements Min. 3, max. 10
Excluding start and end element

Progressive systems
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BEKA MX-B

The MX-B distributors are block distributors which have an extremely compact and robust design, as all metering pistons 
are located in a steel housing. This special distributor is equipped with hydraulic sequence control, which guarantees 
constant delivery volumes at all times.

The MX-B is available in two versions, both with a different layout and outputs.

Outlet Output per cycle

1 0.075 cc

2 0.150 cc

3 0.075 cc

4 0.150 cc

5 0.150 cc

Outlet Output per cycle

1 0.225 cc

2 0.075 cc

3 0.075 cc

4 0.075 cc

5 0.075 cc

6 0.075 cc

inlet

inlet

centering pin

Progressive systems
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BEKA A-Series
Drive chains are subject to a very high wear and tear. They need intensive care to reduce replacement rates. BEKA’s A-Series 
multi-line oil lubrication systems are the ultimatie solution for chain lubrication systems. Automatic lubrication considerably 
improves the lifetime of drive chains and even protect the environment.

Conventional chain lubrication systems have one big disadvantage: in most cases, the lubricant is applied while the chains 
are standing still. Besides that, the metering of the lubricant is not very precise in many cases. Some parts of the chains 
receive far too much lubricant while others stay dry. Constant over-lubrication will lead to lubricant leakage and dripping. 

The A-Series’ operating principle is different from the conventional chain lubrication systems. The chains are supplied 
steadily with very small oil quantities while they are running and nothing drips off. 

•	 Compact design and therefor just a little mounting space needed
•	 Robust pump with long lifetime and low operating costs
•	 Available with mechanical, hydraulic or electrical drive and therefore suitable for many applications
•	 Up to 12 outlets with pairwise adjustable output
•	 The pump can be delivered completely pre-assembled according to customer specifications with predefined lines  
	 and line lengths (plug and play)
•	 Retrofitting kits in OE-quality

System overview

Hand crank
The device can be equipped with a hand crank 
for prefilling long lines with lubricant before the 
device starts up

Set screws for output rate
The piston stroke, and with that the output rate, 
can be adjusted with the set screw in the delivery 
piston (underneath the cap)

Outlets
The pump can be configured with up to 12 outlets 
with different hose connection types.

Push to fit connectors provide an easy installation 
of the lubrication lines. 

Oil inlet
The oil inlet is connected to an oil container via  
a hose. Different oil container sizes are available. 

Drive shaft
The drive shaft puts the centrally positioned pump 
shaft and the cam disk with a gear into a rotating 
movement. This carries out the strokes of the 
delivery pistons.

Chain lubrication

Agricultural equipment



BEKA TDM-Series
The BEKA TDM-Series is a range of multi-line systems for oil lubrication of 2 or 4 lubrication points. The TDM is a compact 
system and therefor just a little mounting space is needed. It’s the ideal solution for lubricing drive chains and gears of 
agricultural attachments, like pick-ups. 

•	 Compact design and therefore just a little mounting space needed
•	 Robust pump with long lifetime and low operating costs

System overview

Set screws for output rate
The piston stroke, and with that the output rate, can be adjusted with the set 
screw in the delivery piston under the pump lid. 

Drive shaft
The drive shaft puts the centrally positioned pump shaft and the cam disk with 
a gear into a rotating movement. This carries out the strokes of the delivery 
pistons.

Outlets
Pumps in the TDM-Series are available with 2 or 4 outlets with different hose 
connection types. Push to fit connectors provide an easy installation of the 
lubrication lines.

Oil inlet 
The oil inlet is connected to an oil container via a hose. Different oil container 
sizes are available. 

TDM 4

Agricultural equipment
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BEKA ONE
The BEKA ONE is an electromechanical lubricator designed to supply lubricant to single lubrication points. The lubricators 
can be mounted on the lubrication point directly or remote and ensure reliable lubrication for 1 up to 24 months per 
filling. The best part is, the system can be refilled as often as needed. Due to the exchangeable batteries, there’s a one-time 
acquisition for the BEKA ONE. 

There are two versions of the BEKA ONE, one with a grease cartridge and one with a refillable reservoir. Whether you need 
to lubricate with oil or grease, the BEKA ONE can do it. It’s an environmental friendly and economical solution, easy to 
install wherever lubrication is necessary. 

•	 Works with batteries, no special battery pack necessary
•	 Operating pressure of max. 20 bar
•	 Suitable for oil and grease
•	 Remote mounting up to 10 meters

System overview

1. Magnetic cap
The magnetic cap is the key component of the BEKA ONE. With this cap you can set the 
operation time of the system and power the system on and off without contaminating the 
pumps inside. 

2. Protective cover
The BEKA ONE has a protective cover to make sure the system is protected from dirt, dust and 
liquids. Due to the IP-rating of the system, you don’t have to worry about cleaning with a high 
pressure washer.  

3. Grease cartridge or reservoir
The cartridge version of the BEKA ONE is equipped with a 120 ml grease cartridge. 
You can easily replace the cartridge when it’s empty and be assured that the right grease is 
used without any contaminations. 

The refillable version of the BEKA ONE is equipped with a 120 ml reservoir, suitable for oil and 
grease. The reservoir can easily and quickly be refilled with a grease gun or oil press, using the 
grease fitting. 

1

2

3

5

6
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8

Agricultural equipment

5. Batteries
The BEKA ONE is driven by two 1.5V AA-batteries which are safely covered and replaceable when low on power. There’s 
no special battery pack needed, you can use standard batteries. 

6. Activation zone
The activation zone is used to activate and set-up the system in combination with the magnetic cap. The settings can 
easily be changed any time. 

7. Indication LEDs
Bright LEDs indicate the system operation. 

8. Outlet 
The BEKA ONE has a metal outlet thread to mount the system directly on a lubrication point. If necessary an adapter can 
be used. Remote mounting of the system with a polyamide tube is also possible. 

Filling cycles 

	The delivered amount of lubricant varies on the selected month settings. 
	

Month setting Amount per month Amount per week

1 120 cc 27.5 cc

3 40 cc 9.2 cc

6 20 cc 4.6 cc

12 10 cc 2.3 cc

24 5 cc 1.1 cc

Single point lubrication
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Powder coated
Tecreel hose reels are supplied with 
red or orange powder coat as a 
standard. Other colours are available 
upon request. Marine grade reels with 
additional corrosion protection  
are also available upon request.

Shaft inlet
There are various shaft inlet 
adaptors available. 

Oilways
There are two separate oilways 
running through the hub & shaft 
assembly to allow oil to flow into 
the hub. They are separated by 
rotary seals.

Hose free-end fittings
Free ends of hose 
connected to attachment 
to be actuated.

Hoses
Tecreel is available with 
and without hoses. Hoses 
are available in different 
hose bores and various 
hose lengths. 

Connection ports
The hose connection ports 
on hose reel hub are 3/8” 
BSPP. Adaptors fitted as 
standard are 3/8” male to 
3/8” male. 

Standard hose fitting is 
3/8” BSP female compact 
90° elbow. Other adaptors 
for different hose fittings 
are available on request.

Left-hand or right-hand mounting
All models can be supplied in both left-hand 
or right-hand mounting. 

Groeneveld Tecreel
The Tecreel range of self-retracting hose reels provides an efficient way of conveying hydraulic power from fixed to moving 
points on agricultural equipment. An integral coil spring ensures that the hoses remain constant under tension.

Reels are available as 2 port, 4 port and multi function models; each complemented by a choice of 2 or 4 port swivels 
providing 180° of free hose movement.

Tecreel eliminates slack or trailing hydraulic hoses where continuous variation of hose length is required, while transferring 
hydraulic oil to moving, rotating and swivelling parts.  

The main benefits at a glance:
•	 Robust all steel construction
•	 Epoxy powder coated for increased wear resistance
•	 Reliable operation and maintenance free
•	 Available as reel only or with hoses

Efficiently conveying hydraulic power

Tecreel is a non-locking, spring retractable hydraulic hose reel assembly, designed for use where movements occur requiring 
continuous variations in hose length. The Tecreel automatically rewinds the surplus hose under constant spring tension.

The Tecreel is suitable for almost all situations in which hydraulic power needs to be transferred from a fixed point to a 
moving point. Applications include forklifts, counter balance trucks, reachstackers, cranes with hydraulically controlled 
attachments, truck mounted cranes, telehandlers, container cranes and above ground mining applications. 

System overview



Fluid Control
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Groeneveld-BEKA delivers three different types of hose reels in six different sizes with a reel diameter from 31.8 cm  
up to 60 cm. All models can be supplied in both left-hand or right-hand mounting, in various diameters,hose bore and  
pull-off lengths. 

•	 Max. operating pressure 300 bar
•	 Twin bore 1/4”, 5/16”, 3/8” or 1/2” 	
	 siamese hose with various end 
	 fittings
•	 Inlet Ports 3/8” BSP
•	 Hose length: 2.7 to 11 meter
•	 Temp. range: -30 °C to +60 °C

•	 Max. operating pressure 210 bar
•	 Twin bore 1/4” or 5/16” Siamese  
	 hose with various end fittings
•	 Inlet Ports 1/4” BSP
•	 Hose length: 3.5 to 6 meter 
•	 Temp. range: -30 °C to +60 °C

•	 Max. operating pressure 300 bar
•	 Available with 2 hoses 3/8”  
	 or 5/16” and 6 wires
•	 Inlet Ports 3/8” BSP
•	 Max. voltage 80V, max. 4.5A 
•	 Hose length: 2.7 to 9.3 meter
•	 Temp. range: -30 °C to +60 °C

All versions are available as reel only or with hoses. If supplied with hose fitted, SAE100R7 hose is supplied as standard. 
Other type of hoses are available upon request.

Swivels

Swivels are used to connect Tecreel hoses to moving parts. They allow a full 180° movement repeated and are 
predominantly used on vertical applications like forklift masts. Groeneveld-BEKA offers two types of swivels, a 2-port and  
a 4-port, both available with various adapters fitted in the inlet and outlet ports.

Type 375 twin port 4-port Multi-function  
electro-hydraulic

2 port swivel 4 port swivel

•	 Suitable for use with Type 375, Type 4 
	 and Multifunction reels
•	 Available with our without check valves
•	 Max. pressure with check valves: 210 bar

•	 Suitable for use with 4 port Tecreels
•	 Provides 4-in-line connection with hose outlet at  
	 180° to each other
•	 Comes with check valves
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Groeneveld-BEKA Greensight 
The highest priority within different industries is safety. With large blind spots around mobile equipment and the tight 
time schedules, guaranteeing safety is a continuous challenge. The Greensight obstacle detection and camera systems 
offer an excellent solution to increase safety.

•	 Improved safety around the machine
•	 Less chance of damage
•	 Increased uptime
•	 Fully adjustable to the application and the customer’s wishes
•	 Radar obstacle detection with acoustic warning system
•	 Fully integrated and modular system

Modular system

The Greensight radar obstacle detection and camera systems offers solutions for reducing blind spots around the vehicle 
with radar sensors, as a camera system or a combination of both. The modular range of radar sensors, cameras, monitors 
and recorders offer the possibility to improve safety, security and efficiency to suit the application best. 

Radar detection system
Thanks to the radar technology, the system has a long detection range up to 20 or 40 meters, depending on the type of 
sensor. The radar will detect static and moving obstacles in a detection zone very accurately and will notify the driver or 
operator with an audible warning. The detection zones can be adapted entirely according to the wishes of the customer 
and the working conditions, even when the system has been put into operation. 

Camera system
The detection system can be extended with a high-quality camera and monitor system, which can improve the visibility for 
the operator significantly. Up to four cameras can be connected to a monitor, with all four of the camera images being 
able to be displayed synchronously. 

High-quality camera and monitors are available to cover the rear, side and front blind spots. Different cameras can be 
combined with different kinds of monitors to suit the application. Additionally a digital recorder can be added to the 
system, which can provide evidence in case of an accident. 

System overview

Monitors
Groeneveld-BEKA offers a range 
of monitors consisting of 7 and 
10.1” monitors with different 
specifications.

Recorder
Separate DVRs are available 
for recording footage of up 
to 4 mounted cameras in high 
definition. 

Radar system
The radar sensor is greatly helpful in alerting operators to avoid potential danger 
and take proper actions in advance. These radar sensors are built on millimeter 
wave technology and perform in all weather conditions. 

It’s very helpful for reversing or parking and widely used in large vehicles such as 
trucks, construction equipment, agricultural machinery and many more. 

Cameras
The range of cameras varies from 
single rear or side view cameras 
with different viewing angles 
up to a complete 360° surround 
view camera system. 

Pedestrian detection camera

The pedestrian detection camera is especially 
developed to differentiate pedestrians from 
objects in real time to help make drivers 
more aware of pedestrians around a vehicle. 



Safety Support

Agricultural equipment

Typical installations

The Greensight obstacle detection and camera system can be applied on different applications

Monitor and recorder
The camera images are stitched together seamlessly and rendered to a real-time 3D scene, display actual driving scenario, 
and achieve the real bird’s-eye view around the machine. The recorder records images from all cameras. 

Monitor and recorder
A high definition monitor displays  the view of what is 

happening behind the vehicle.

360° around view 
With a 360° around view the driver can get real surround vision of 
driving, help to avoid blind spots and secure driving safety. Four  
180° wide HD cameras cover the field of view in front, behind and 
besides the combine and eliminate blind spots. 

Rear view camera
The rear view camera lets you see the area immediately 
behind the vehicle. 



Despite every effort on our part, deviations from the illustrations or dimensions, calculation errors, printing errors or incomplete information in this brochure cannot be excluded. Groeneveld-BEKA 
accepts no liabilities for any inaccuracies and/or incompleteness in the content of the brochure. It is not permitted to continue to distribute the information published in this brochure without prior written 
permission from Groeneveld-BEKA, provided it is for personal use and solely for the purpose for which the information has been made available. 
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