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About Groeneveld-BEKA

Groeneveld-BEKA
Reducing customers’ operational costs and at the same time increasing uptime, productivity, efficiency and safety of their 
vehicles and machines. That is what it’s all about at Groeneveld-BEKA. We accomplish this by developing, producing, 
supplying and servicing industry-leading automatic lubrication, fluid control and safety support systems.

Groeneveld-BEKA, part of The Timken Company, is the world’s second largest producer of automatic lubrication systems, 
fluid management and safety support systems. Groeneveld-BEKA products improve equipment lifetime and reliability, while 
reducing the total cost of ownership. 

Groeneveld-BEKA was formed through the merger of two well-established companies: Groeneveld and BEKA. Groeneveld 
was founded in 1971 and acquired by Timken in 2017. BEKA was founded in 1927 and acquired by Timken in late 2019. 
Groeneveld has also incorporated Interlube into their brand. Interlube was acquired by Timken in 2013.  

Groeneveld-BEKA products are supplied for ex-factory installs to leading manufacturers of trucks, trailers, buses, wind 
turbines, industrial applications, agricultural, mining and construction equipment. In addition Groeneveld-BEKA systems 
are installed in the after-market for a wide variety of transport, construction, agricultural, port equipment and industrial 
applications. Groeneveld-BEKA strives to develop and manufacture all of its products in-house according to World Class 
Manufacturing principles. 

Automatic Lubrication Systems

Groeneveld-BEKA offers dedicated automatic lubrication systems for all kinds of equipment in a wide variety of market 
segments, from the smallest excavator to the largest trucks and industrial applications. The application of our high-end 
systems leads to decreased wear and tear of critical components resulting in extended lifetime, less downtime and reduced 
repair and maintenance costs. In short: higher productivity and lower operational costs. As maintenance technicians no 
longer have to climb on or crawl under the equipment, Groeneveld-BEKA’s automatic lubrication systems also contribute to 
safety. 

For optimal greasing in all circumstances Groeneveld-BEKA also offers the right type of grease for every application and 
every system. This is your guarantee for many years of trouble-free operation of your system and perfect lubrication of 
your valuable equipment. 

Fluid Control

Groeneveld-BEKA’s fluid management systems reduce daily maintenance and minimize the risk of unexpected downtime by 
controlling engine oil levels or removing contamination. Next to the oil management systems, Groeneveld-BEKA also offers 
systems which easily convey hydraulic power from fixed to moving points.

Safety Support Systems

For many years, Groeneveld-BEKA supplies safety support systems for a wide range of applications. Speedlimiters as well  
as obstacle detection and camera systems by Groeneveld-BEKA increase safety in many segments from road transport to 
construction, port, terminal and internal transport.

The World of Lubrication

Groeneveld-BEKA is a global enterprise with a worldwide coverage. In many 
countries, the company is also represented by independent distributors and 
dealers – all just as driven as our own organisation to offer added value to the 
customer’s company. 

With decades of experience providing reliability services to a range of 
industries, Groeneveld-BEKA offers complete automated maintenance solutions 
for all your needs. Groeneveld-BEKA’s reliability products maintain your 
equipment, helping you increase uptime and improve profitability.

Visit the Groeneveld-BEKA website for contact details of our subsidiaries, distributors and service dealers.
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Automatic lubrication

Less maintenance, improved efficiency and lower costs.
Machine tools and manufacturing equipment operate in high-demand environments and need to ensure continuous 
operations. Maintenance, repair and operations are essential to maintain ideal operating conditions. Manufacturers 
experience an average of 800 hours of unplanned downtime every year, making the complete plant unproductive, leading 
to operational challenges and budget overruns.  

Breakdowns can easily be avoided with good, preventative maintenance. Regular checks in combination with proper 
maintenance are often the key to avoid serious problems that can actually put a stop to operations. 

Groeneveld-BEKA’s automatic lubrication systems have been proven to extend component life compared with manual 
greasing, cutting the cost of component replacements, reducing downtime and improving efficiency and safety.

The benefits

The benefits of automatic lubrication are clear: a better greasing of critical components, no time wasted on manual 
lubrication and the certainty that lubrication points will always be lubricated independent of time schedules or operators. 
All resulting in significant cost savings, improving uptime and efficiency.

Higher efficiency 

•	 Reduced downtime due to better and uniform lubrication of all critical components while the equipment is in motion 
when lubrication takes place, resulting in less wear and tear.

Reduced costs

•	 Reduced lubricant spillage that occurs with manual lubrication. Savings of lubricant due to a good designed lubrication 
system can be up to 80%

•	 Improved availability of maintenance personnel for other technical activities
•	 Less spoils due to equipment break down 
•	 Energy and waste reduction 

Decreased maintenance

•	 With manual lubrication, grease will follow the path of least resistance due to the fact that greasing has to take place 
under static conditions. So, the grease is not equally distributed around the lubrication point. Automatic lubrication 
avoids this, as lubrication will take place during operation, reducing wear of critical components.

•	 The lubrication is done automatically and is also monitored. Forgetting to lubricate e.g., difficult to reach lubrication 
points by the service staff is eliminated.

•	 Automatic lubrication with minimized quantities during the running time of the equipment, enables the complete 
consumption of lubricant by the bearing and prevents that sealings are pressed out due to high lubricant pressure.

•	 Reduced replacement rate of components and bearings up to 50%.

Improved safety

•	 Reduce risk of injuries from manual tasks, heavy loads or slippery environments
•	 Comply with health, safety and environmental regulations

Effectiveness of Automatic Lubrication
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Automatic lubrication

Automatic lubrication systems for the metal industry
The metal industry is a part of the manufacturing of many products. Metal is the material of choice for many elements of 
manufacturing, construction, transportation and more. 

This industry is characterised by its extreme operating conditions, like high speed machinery operations, wide temperature 
ranges, enormous loads, dirt, dust and water ingress. Equipment reliability is important. Proper lubrication can prevent 
various maintenance problems, leading to a smooth operation. 

Groeneveld-BEKA offers a customised solution for any application in the metal industry by supplying automatic lubrication 
systems that are tailored for your industry needs. 

Transport & LogisticsMetal industry
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Automatic lubrication solutions

Less maintenance, improved efficiency
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Metal industry

Technical information

Pump type Electrically operated gear pump

No. of outlets 1 

Delivery volume 0,2 l/min

Maximum operating pressure 28 bar (406 psi)

Operating temperature (ambient temperature) 0 up to 40 °C (32 up to 104 °F)

Lubricant Oil, viscosity range 20 - 700 cSt

Fluid grease NLGI-000 - NLGI-00

Reservoir material Plastic, transparent

Reservoir capacity 1,2 l 

Supply voltage 230 V AC 

Protection class IP54

BEKA® Xlube 
The BEKA® Xlube is an electrically operated gear pump unit and is a commonly used system for industrial applications. It’s a 
versatile system and can be used to lubricate the lubrication points with either oil or fluid greases in a single-line system.

•	 Integrated float switch for fill-level monitoring for use with oil
•	 Integrated proximity switch and pressure-switch for use with fluid grease
•	 Compact design

System overview

Reservoir 
The reservoir can easily be filled with lubricant by removing the lid on top of the 
reservoir.  

Level monitoring 
Optionally a level monitoring can be equipped in the reservoir. The level 
monitoring can be used to switch off the device, the machine or for activating  
a visual or acoustic warning signal. 

Pressure gauge 
The Xlube can be ordered with or without a pressure gauge.  

Suction filter 
The gear pump and the pressure relieve valve inside the pump are protected 
from strong pollution by an internal sieve.

Control unit 
The BEKA® Xlube can be controlled with an external control device. 

Metering devices
Different metering devices can be used in combination with the Xlube lubrication 
system. The most common combination is to use the system with the DVB-1-2-3 
or 231-DV single-line metering devices.Xlube
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Single-line lubrication systems

Metal industry

Super 3 EA-Tronic

BEKA® Mini 2 & Super 3 Series 
The BEKA® Mini 2 and BEKA® Super 3 systems are electrically operated gear pump units and are used in single-line systems 
to lubricate the lubrication points with either oil or fluid greases. 

•	 Integrated float switch for fill-level monitoring for use with oil 
•	 Integrated proximity switch and pressure-switch for use with fluid grease 
•	 Compact design

System overview
Control unit 
All systems in the Mini and Super range can be operated with an internal control 
unit, the BEKA® EA-tronic, or an external control unit. 

Filling and ventilation filter 
All systems can be equipped with a filling and ventilation filter.  

Signal light 
The pumps can be equipped with signal lights for an easy indication of the 
functioning of the system. 

Level monitoring 
Optionally a level monitoring can be equipped in the reservoir. The level 
monitoring can be used to switch off the device, the machine or for activating  
a visual or acoustic warning signal. 

Pressure gauge 
All systems within the Super 3 range can be ordered with or without a pressure 
gauge.  

Metering devices
Different metering devices can be used in combination with the Mini 2 and Super 
3 pumps. The most common combination is to use the system with the DVB-1-2-3 
or 231-DV single-line metering devices.

Technical information Mini 2

Pump type Electrically operated gear pump

No. of outlets 1 

Delivery volume 0,4 l/min

Maximum operating pressure 35 bar (507 psi)

Operating temperature (ambient temperature) 0 up to 40 °C (32 up to 104 °F)

Lubricant Oil, viscosity range 20 - 700 cSt

Fluid grease NLGI-000 or NLGI-00 (according to release list)

Reservoir material Plastic

Reservoir capacity 1,5 l

Supply voltage 24 V DC, 

115 or 230 V AC

Protection class IP54

Mini 2 EA-Tronic



Single-line lubrication systems

Metal industry

Technical information Super 3

Pump type Electrically operated gear pump

No. of outlets 1 

Delivery volume 0,4 l/min

Maximum operating pressure 35 bar (507 psi)

Operating temperature (ambient temperature) 0 up to 40 °C (32 up to 104 °F)

Lubricant Oil, viscosity range 20 - 700 cSt

Fluid grease NLGI-000 or NLGI-00 (according to release list)

Reservoir material Plastic or steel

Reservoir capacity Plastic: 2,7 or 6 l

Steel: 6 l

Supply voltage 24 V DC 

115, 230 or 400 V AC

Protection class IP54
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Dual-line lubrication systems

Groeneveld® Twin
Unique product features make the Twin the best solution for larger machines that are often used under extreme 
conditions. The system works under relatively low pressure, which means that the structure – and therefore the quality – 
of the grease is preserved. 

The dual-line system with its patented metering units ensures that all lubrication points are always optimally lubricated. 
This is made possible due to precise metering and lubrication intervals, also in case of extremely low or high ambient 
temperatures and large distances between pump and lubrication points.

•	 Grease output and grease delivery independently of ambient temperature and grease viscosity
•	 �Thanks to the relatively low work pressure, the quality of the grease is preserved
•	 �Modern pump with real-time clock, memory, CAN-Bus connection� and follower plate
•	 High quality metering units and distribution blocks 
•	 Standard with external display
•	 �The filling coupling with filter prevents contamination during filling
•	 �Easily extended to grippers, excavation buckets and other equipment pieces through quick couplers
•	 Suitable for biodegradable grease

System overview

Follower plate
The follower plate ensures that all the grease in the reservoir is 
used. This means that the reservoir wall remains clean, allowing you 
to check the grease level visually. Aging of the grease as a result of 
oxidation is also prevented.

Reservoir
Twin is available with reservoir volumes of 3, 4, 6 and 8 litres. 

Filler coupling with filter
�The filling coupling with grease filter prevents contamination of the 
grease during filling.

Pump housing
The pump is made of hard anodised aluminium and nylon reinforced 
- containing the control unit, memory database and minimum level 
indicator.

Twin XL & Twin barrel pump 

For larger applications, the Groeneveld range includes the Twin XL with 
an extra large reservoir of 20 litres. An automatic lubrication system with 
a higher grease delivery and an extra large reservoir, made of sturdy and 
coated material. 

For machines with an extremely high grease demand Groeneveld-BEKA also 
offers the Twin barrel pump, suitable for barrels with reservoir volumes from 
40 to 200 litres.

Twin XL
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Dual-line lubrication systems

Working principle

A Twin system consists of a pump with grease reservoir, a main line network to the distribution blocks with metering units 
and a secondary line network to the lubrication points. The grease is pumped to the distribution blocks via a double main 
line network. The metering units supply the exact right amount of grease to each of the lubrication points. 

The pump switches off once the pressure in all metering units is at least 100 bar. As a result, always the right amount of 
grease is provided at each lubrication point, independent of counter-pressure, temperature or viscosity of the grease.

Pressure switch

Metering units

Secondary 
grease lines

Primary grease line B

Twin pump
•	 �Control unit and memory
•	 �Reservoir with follower 

plate, filler coupling and 
minimum level indicator

•	 Test switch

Primary grease line A

Technical information Twin

Pump type Electrically operated piston pump

No. of outlets 1 outlet excising of 2 main lines

Maximum number or lubrication points 1) 200

Delivery volume Twin 12 cm3/min. 

Delivery volume Twin XL 20 cm3/min.

Delivery volume  Twin barrel pump 60 cm3/min.

Maximum operating pressure 250 bar (3625 psi)

Lubricant Grease class NLGI-2

Temperature range -20 up to +70 °C (-4 up to 158 °F)

Supply voltage 12 or 24 V DC

Protection class (pump unit) IP67

1) Depending on system resistance, grease delivery and line length
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Dual-line lubrication systems

BEKA® F-Series
The BEKA F-Series is designed to provide lubricant within a central lubrication system or to single lubrication points, 
independent of ambient temperatures. The F-Series is the ultimate solution for applications requesting a larger amount of 
lubricant by a progressive, a dual line or multi-line system. 

The F-series contains three pump models, the F6, F-Super and F-Super 3, and comes with a variety of reservoir capacities. 
The pump can be driven by the machine that has to be lubricated or by its own geared motor. 

•	 Large range of reservoirs, varying from 5 up to 100 kg
•	 Robust steel construction ensures reliable use in mining and outdoor applications 
•	 Suitable as a progressive, dual line or multi-line lubrication system

�

System overview

Reservoir with agitator blade
The grease reservoirs are equipped with paddle blades which tumble out possible 
air inclusions and press the medium into the suction chambers at the same time.

Pressure limiting valve
The pressure limiting valve at the pump element is preadjusted to 250 bar (F6) or 
280 bar (F-Super) to protect the system against overload.

Pump elements
The pump elements are installed into the pump housing in circular form on 1 or 
2 levels. Three pump elements with different flow rates are available, as well as 
a flow-adjustable pump element. All pump elements are marked either with a 
groove or with a notch for a better differentiation.

Adjustment of the delivery rate is possible for the pump elements PE 120 V or PE 
560 V. The PE 560 V is only available for the F-super 3.

Filling connection
The grease reservoir can be refilled via the reservoir cover, or via the filling 
connection with a filter at the bottom of the pump. 
If requested by the customer, the pumps can also be equipped with an electrical 
minimum level (standard) or maximum level monitoring.F-Super with geared motor

Pumping elements

Depending on the pump type up to 8 lubricant outlets can be installed on the pump. A separate pump element is required 
for each outlet. Three pump elements with different flow rates are available, as well as a flow-adjustable pump element. 
All pump elements are marked either with a groove or with a notch for a better differentiation.

The pump elements can be equipped with a visual malfunction indicator on the pressure relief valve. If a malfunction 
should occur in the lubrication system and operating pressure rises, a red pin becomes visible. 

Pressure: Max. 350 bar (5076 psi)
Pressure limiting valve: adjusted to 290 bar (4206 psi)

PE 60 PLV
0,06 cm3/stroke

PE 120 PLV
0,12 cm3/stroke

PE 120 V PLV
Max. 0,12 cm3/stroke

Adjustable output

PE 170 PLV
0,17 cm3/stroke

PE 560 V
0,65 cm3/stroke

Adjustable output
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Dual-line lubrication systems

Technical information F6

Motor Rotating or with geared motor.

Operating voltage (geared motor) 230 / 400 V AC / 3~

Max. number of outlets 20

Max. delivery volume 0,06 - 0,17 cm3/stroke and outlet 1)

Material Steel 

Reservoir volume 5, 7.5 or 10 kg

Max. pressure 250 bar

Pressure limiting valve adjusted to 250 bar Max. 1000 mm

Lubricant Grease up to NLGI-2

Protection class (motor) IP55

1) Depending on pump element

Technical information F Super

Motor Rotating, with geared motor or oscillating

Operating voltage (geared motor) 230 / 400 V AC / 3~

Max. number of outlets 21

Max. delivery volume 0,06 - 0,17 cm3/stroke and outlet 1)

Material Steel

Reservoir volume 5, 10, 20, 48, 65, 100 kg 

Max. pressure 350 bar

Pressure limiting valve adjusted to 280 bar Max. 1000 mm

Lubricant Grease up to NLGI-2

Protection class (motor) IP55

1) Depending on pump element 
 

Technical information F Super 3

Motor Rotating, with geared motor or oscillating

Operating voltage (geared motor) 230 / 400 V AC / 3~

Max. number of outlets 3

Max. delivery volume 0,56 cm3/stroke and outlet 1)

Material Steel

Reservoir volume 5, 10, 20, 48, 65, 100 kg 

Max. pressure 400 bar

Lubricant Grease up to NLGI-2

Protection class (motor) IP55

1) Depending on pump element

Working principle

The pumps in the F-Series are driven by the to be lubricated machine or by a flanged motor. When the pump is activated, 
the delivery piston inside the pump unit pumps the lubricant to the pump elements. The pump elements transfer the 
grease to the main and secondary progressive distributors, or to the metering valves to deliver the lubricant to the 
lubrication points. 

When the system is set-up as a multi-line system, the grease is transferred from the pump elements to the lubrication 
points directly.
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Progressive lubrication systems

BEKA® PICO
The BEKA® PICO system combines power and flexibility in perfect conditions with a compact design. The PICO system is the 
unique combination of progressive- and multi line technology.

The basic version of the PICO pump supplies lubricant through the progressive outlets to the lubrication points via one or 
more progressive distributors. In addition up to 8 lubrication points can be supplied directly via the multi-line principle. If 
necessary the system can be enlarged by a second progressive cycle.

•	 Very compact design for applications with little number of lubrication points
•	 Unique combination of two lubrication systems: Progressive- and multi-line technology
•	 Suitable for all common lubricants from NLGI-000 up to NLGI-2
•	 Flexible extension possibilities

System overview

Reservoir
The 1,2 litre reservoir is available with agitator blade or follower plate. The 
system with a follower plate can be installed in each direction, also upside down. 

Follower plate
The follower plate ensures that all the grease in the reservoir is used. This means 
that the reservoir wall remains clean, allowing you to check the grease level 
visually. Aging of the grease as a result of oxidation is also prevented.

Multi line outputs
The PICO has got 8 multi line outputs for different pump elements.

Progressive outputs
The PICO has got 2 progressive outputs for different pump elements.

Filing zerk
The pump can be filled with a standard filling gun. The filling zerk can be 
replaced by a filling connection to refill using a filling pump. 

Control unit
The PICO can be delivered with an integrated control unit with:
•	 3 control functions: time, stroke or revolutions
•	 Electronic monitoring of grease level, pump function, distributor function,  

line rupture, lubricant feeding
•	 Selection of operating conditions: easy, medium or heavy
•	 Integrated data logger with diagnosis module DiSys

The protective housing is equipped with a bayonet or Hirschmann plug-type 
connection.

Pump elements

Two different construction types of pump elements can be installed into the device, depending on for which lubrication 
system or for which lubrication system combination the device is used.

System Pump elements Metering volume

Multi-line

PE 5 0,005 cm3/stroke 

PE 10 0,010 cm3/stroke

PE 15 0,015 cm3/stroke

PE 25 0,025 cm3/stroke

PE 50 0,050 cm3/stroke

Progressive
PE 120 F with/without pressure 

limiting valve
0,120 cm3/stroke

PE 120 FV 0,04 up to max. 0,12 cm3/stroke (adjustable)
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Progressive lubrication systems

Working principle

When the pump is activated, grease is pumped through the pump elements. The pump elements transfer the grease to 
main and secondary progressive distributors. The multi line elements transfer the grease directly to the lubrication points.  

Technical information

Pump type Electric

No. of outlets Max. 10; 2 progressive and 8 multi-line

Maximum operating pressure 200 bar (2900 psi) at multi-line system
280 bar (4000 psi) at progressive system

Delivery volume Max. 0,12 cm3 per stroke/outlet

Reservoir capacity 1,2 l

Lubricant Greases up to NLGI-2

Temperature range -20 up to +70 °C / (-4 up to 158 °F)

Operating voltage 12 or 24 V DC

Protection class IP65

One or more 
secondary distributors

Main distributor

Multi-line elements

Grease lines of the  
multi-line system

PICO pump

Multi-line Progressive

Progressive pump element

Metal industry
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Progressive lubrication systems

BEKA® FKG-EP Series
The BEKA® FKG-EP Series is a range of electrically actuated pumps with up to 8 lubrication outlets, depending on the 
pump type. The complete series contains a wide range of different pump types which are commonly used as a progressive 
lubrication system for a variety of industrial applications. The versatility of the system also makes it possible to set-up the 
system as a single line lubrication system. 

The pumps in the FKG-EP Series are able to work with commercial greases from NLGI-000 up to NLGI-2.

•	 A versatile solution for a variety of industrial applications 
•	 Suitable for the most common greases
•	 Springless pump elements with desmodromic drive for highest reliability

System overview 

Level monitor
Pumps in the FKG-EP Series be equipped with an electronic grease 
level controller to monitor the minimum grease level.

Reservoir
The pumps in the FKG-EP Series are equipped with either a 
plastic or steel reservoir with different capacities. All reservoirs 
are equipped with an agitator blade. The agitator blade pushes 
the lubricant into the suction area in the pump housing through 
a screen, preventing the lubricant from air bubbles. The agitator 
blade in transparent reservoirs also enable a visual check of the 
lubricant volume.  

Filing zerk
The pump can be filled with a standard filling gun. The grease 
nipple can be replaced with a larger filler coupling or a straight 
fill-in connection to use a fill-in press.  

Control unit
The FKG-EP series differ in control type. Depending on the pump 
type, they are delivered with or without an integrated control 
unit in the bottom housing. 

The EP-tronic control unit offers you: 
•     3 control functions: time, distributor stroke or pump revolutions
•     Electronic monitoring of grease level, pump function, distributor function, line rupture and lubricant feeding
•     Integrated data logger with diagnosis module DiSys

Pump elements

Depending on the pump type up to 8 lubricant outlets can be installed on the pump. A separate pump element is required 
for each outlet. Three pump elements with different flow rates are available, as well as a flow-adjustable pump element. 
All pump elements are marked either with a groove or with a notch for a better differentiation.

The pump elements can be equipped with a visual malfunction indicator on the pressure relief valve. If a malfunction 

should occur in the lubrication system and operating pressure rises, a red pin becomes visible. 
Pressure: Max. 350 bar (5076 psi)
Pressure limiting valve: adjusted to 290 bar (4206 psi)

PE 60 PLV
0,06 cm3/stroke

PE 120 PLV
0,12 cm3/stroke

PE 120 V PLV
Max. 0,12 cm3/stroke

Adjustable output

PE 170 PLV
0,17 cm3/stroke

FKG-EP Series pump without control unit



Metal industry

Progressive lubrication systems Progressive lubrication systems

Technical information

Function principle Electric

Outlets Max. 8, depending on pump type

Delivery volume 1) 0,06 to 0,17 cm³

Adjustable delivery volume 2) 0,04 to 0,12 cm³

Lubricant Greases up to NLGI-2, grease with solid contents only on demand

Operating temperature 3) -20 up to +70 °C / (-4 up to 158 °F)

Operating pressure Max. 350 bar (5076 psi)

Pressure limiting valve Adjusted to max. 290 bar (4206 psi)

Reservoir 1,9; 2,5; 4,2; 8 kg plastic transparent
2; 4 kg steel

Protection class IP54

Operating voltage 12 or 24 V DC
115; 230 or 400 V AC

1) Depending on pump element
2) Only possible with PE 120 V 
3) Depending on lubricant
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Progressive lubrication systems

BEKA® GIGA
The BEKA® GIGA range is like having four pumps in one! It serves the full range of automatic lubrication systems and can 
be used as a progressive as well as a single-line, dual-line or progressive sectional system. The progressive system is the 
most commonly used layout. 

The GIGA has three independent outlets for lubricant supply that are tied together by internal channels within the pump
housing. Each channel can be used for a different section (with its own pump element) and set to a unique cycle, or they
can all be combined to one lubrication circle with a higher delivery rate.

•	 Suitable for all lubrication systems: single-line, dual-line, progressive and progressive sectional 
•	 Three lubrication circuits that can be operated independently
•	 Grease metering regardless of the ambient temperature
•	 Available in different reservoir sizes; 4, 8 or 16 litre

System overview

Reservoir cover

Reservoir
The GIGA is available with reservoir volumes of 4, 8 and 16 litre.  
All reservoirs contain a agitator blade which enables a visual check  
of the lubricant volume in the reservoir. 

Filling port
The pump can be filled with a standard filling gun. 

Pump housing
The delivery volume of the GIGA can be varied by combining 
the outlets to one due to the special pump body with integrated 
channels.

Pressure limiting valve

Pump element
The GIGA has up to a maximum of 3 independently operating 
lubricant outlets. A separate pump element is required for each 
outlet.  

Controller with motor housing
There are 3 different housings available:
 
•	 A version without control 
•	 A version with the GIGA-tronic 
•	 A version with the GIGA-multitronic control unit. 

PE 120G PLV
0,12 cm3/stroke and outlet

PE 250G PLV
0,25 cm3/stroke and outlet

Pump elements

Two pump elements with different flow rates are available for the GIGA range. Both elements are available with or 
without a pressure limiting valve. 
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Progressive lubrication systems

Outlet position 2

GIGA Plus with  
GIGA-multitronic control

Working principle

A progressive system consists of a lubrication pump and progressive distributors. The pump delivers the lubricant into a 
main distributor. The main distributor distributes the lubricant in the correct ration to the secondary distributors which 
continue to distribute the lubricant to the lubrication points. 

By internally connecting the outputs of the GIGA pump unit you can create 1 lubrication cycle with an output of 0,25;  
0,50 or 0,75 cm3 per stroke.

The GIGA can also be set-up as an extended progressive system, a sectional system. Systems or machine groups are then 
divided into sections and are only lubricated when they are used. 

Outlet position 1

Technical information

Function principle Electric

Outlets Max. 3

Delivery volume Depending on pump element

Lubricant Grease class NLGI-2

Operation temperature 1) -30 up to +70 °C (-22 up to 158 °F) 

Operating pressure Max. 300 bar (4351 psi)

Pressure limiting valve Adjusted to max. 280 bar (4061 psi)

Number of revolutions 17 min-1

Reservoir 4; 8 or 16 l

Supply voltage 12; 24 V DC 
100 up to 250 V AC

Protection class IP67

1) 	Depending on grease class

Outlet position 3
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Barrel pumps

BEKA® Stream 
The powerful BEKA Stream is designed to provide lubricant within a central lubrication system, independent of ambient 
temperatures. The BEKA Stream is the ultimate solution for large applications requesting a larger amount of lubricant and 
is suitable for EP greases up to NLGI-2. 

The system works with a relatively low pressure, preventing separation of the grease. Depending on the type of 
application, the system can be used for single-line, dual-line or progressive lubrication systems.  

The use of wear-resistant materials makes the seals uniquely resistant like no other on the market. This pump is not only 
the perfect partner in the mining sector, where tough and rough operating conditions prevail. Even when operating with 
lubricants containing solids, the maintenance effort remains low and simple thanks to the user-oriented design. 

The Stream is available in both an electrical and hydraulic version and can be ordered together with a container or barrel. 
Optional fill level monitors ensure that refilling with lubricant can be perfectly planned.

•	 Robust construction ensures reliable use in mining and outdoor applications
•	 High delivery capacity, perfectly suitable for large applications
•	 Reliable lubricant supply even at extreme ambient temperatures
•	 Available with a wide range of reservoir capacities, as container version or barrel pump
•	 Easy to maintain because no oil change is necessary

System overview

Motor

Pressure outlet and return connection
The integrated return connection offers the possibility to return grease into the 
grease container during the relief sequence or in case the pressure safety valve 
opens. Therefore, the grease stays in the system only for a short time before being 
sucked into the system again. 

The return connection can also be used for refilling the container. 

Level monitoring 

Overfill protection
The overfill protection helps to avoid possible pump damages due to overfilling. 

Grease container with follower plate
An follower plate with an intelligent follower piston contour in the container 
ensures that no air is sucked into the container. It also ensures that all the grease in 
the reservoir is used and prevents oxidation of the grease.

Filling connection
The filling connection makes it possible to fill up the grease container with use of  
a filling pump. 

Control unit
It is possible to control the pump with the external control unit Tronic-E. This multi-
functional external control unit is used to control lubrication systems which are 
operated by different lubrication pumps.

The control unit is equipped with a data base, and saves the following values with 
date and time (RTC Real-Time-Clock, also adjustable for other time zones):

•	 Data of the control unit (e.g. type, version of control unit, serial number etc.)
•	 Current settings (e.g. cycle duration, operating type, lubrication duration etc.)
•	 Statistic values (e.g. operating hours, operating time of pump, number of 

intermediate lubrications, number of level errors, pulse monitoring errors, 
revolution monitoring error, total diagnosis etc.)

The external control unit Tronic-e has a data memory which saves e.g. already 
processed times.

Stream E



Barrel pumps

Metal industry

Working principle

The Stream pumps are driven by a flanged electric motor (Stream E) or hydro motor (Stream H). The rotary motion of  
the motor is transformed into a stroke movement of the piston rod by an eccentric in the housing. The delivery piston of 
the pump is firmly connected to the piston rod, which forcibly triggers a suction and pressure stroke. Hence, the lubricant is 
drawn into the suction bore at the lower end of the delivery line and is delivered to the pressure outlet. 

The lubrication pump delivers the lubricant to the distributors. The system can be branched as required. 

The BEKA Stream is characterized by easy installation, operation and maintenance and can be extended as required. It is 
tried-and-tested in large numbers all over the world.

Technical information

Pump type Electric or hydraulic

No. of outputs 1

Delivery volume at 20 °C (68 °F) Max. 120 cc/min

Maximum operating pressure 350 bar (5076 psi)

Grease class Up to NLGI-2 without solid content

Container capacity 41, 54 or 68 liter

Barrel capacity 213 liter 

Protection class motor IP65

Stream E

Supply voltage 24 Vdc

Current consumption Max. 15A

Temperature range -40 up to +65 °C (-40 up to 149 °F), depending on lubricant

Stream H

Drive medium Hydraulic oil ISO VG 46-100

Drive pressure 20 - 250 bar (290 - 3625 psi)

Return pressure Max. 3 bar (43 psi)

Volume flow 6-12 l/min

Temperature range -30 up to +65 °C (-22 up to 149 °F), depending on lubricant
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Oil circulation systems

BEKA® Oil Circulation Systems
Gearboxes and highly stressed bearings require special attention and need to be effectively lubricated and stay as cool 
as possible. Especially for those kind of applications Groeneveld-BEKA manufactures oil circulation systems according to 
customer specifications. 

Oil circulation systems keep the oil free from dirt particles, air and water and can assure the best possible operating 
temperature that is necessary for the application to prevent wear and corrosion. 

•	 Complete customized system
•	 Including cooling or heating for optimized operating oil temperature 

System overview

An oil circulation system consists of at least a reservoir, a pump unit, pressure limiting valve, filter, oil return line 
connection, oil filling and ventilation cover and an oil level indicator. 

Besides these parts, additional devices can be used in the system to suit the needs, like oil/water or oil/air cooling, heating 
in order to warm-up the oil to the optimal operating temperature or an thermo oil tank to heat and preserve the 
temperature of the oil, flow control valves, flow limiting devices etc. 

To distribute the oil to the lubrication points within an oil circulation system, progressive distributors are used.  The 
distribution can be done directly by a progressive distributor at a little number of lubrication points. Large numbers of 
lubrication points requires the distribution via a main distributor with down streamed secondary distributors.

In many cases, the progressive distributors of the main pressure line are supplied with lubricant via fixed or adjustable 
flow control valves. Individual distributor groups can be monitored on function and min. volume flow exactly and in an 
economic way, when installing e.g. a flanged solenoid valve at the distributors.

Oil circulation unit for a papermaking machine Oil circulation unit for a powder press
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Single-line metering devices

BEKA® DV metering devices
The BEKA DV metering devices supply precisely metered lubricant to the individual lubrication points. The respective 
lubricant quantity is determined by the metering volume of the metering device. 

The range of DV metering devices contains the Z31DV, DVB-1, DVB-2, and DVB-3.

•	 Wide viscosity range, suitable for oil and fluid grease
•	 Ideal for precise and exactly repeated applications
•	 Low pump power required
•	 Long lines possible
•	 Nearly unlimited number of lubrication points with continuous lubricant supply

Z31DV 

Type Output

Z31DV3 0,03 cm3 per stroke and outlet

Z31DV5 0,05 cm3 per stroke and outlet

Z31DV10 0,10 cm3 per stroke and outlet

Z31DV15 0,15 cm3 per stroke and outlet

Z31DV20 0,20 cm3 per stroke and outlet

231-DV 

The 231-DV metering devices can be plugged directly into a lubrication point connection. 

Type Output

3 0,03 cm3 per stroke and outlet

6 0,06 cm3 per stroke and outlet

10 0,10 cm3 per stroke and outlet

 

Technical specifications Z31DV 

Operating pressure 15 - 40 bar (271 - 580 psi)

Relief pressure Max. 4 bar (58 psi)

Operating temperature 0 up to 70 °C (32 up to 158 °F)

Lubricant Oil, viscosity range: 20 - 700 cSt
Fluid grease NLGI-000 or NLGI-00

Material Brass, nickel plated or stainless steel

Installation position Optional 

Technical specifications 231-DV

Relief pressure Max. 1 bar (14 psi)

Operating temperature 0 up to 70 °C (32 up to 158 °F)

Lubricant 1) Oil and fluid grease, according to release list

Material Steel

Installation position Optional 

1) with 4 mm lines only suitable for oil 
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Single-line metering devices

DVB metering blocks 

All DVB metering blocks consist of a distribution block in combination with a metering nipple. All metering nipples are 
available with a threated or a plug-in connection.

DVB-1
The DVB-1 is available with either 2 outlets, or with 3 up to 10 outlets. 

Type Output

1 0,01 cm3 per stroke and outlet

2 0,02 cm3 per stroke and outlet

3 0,03 cm3 per stroke and outlet

6 0,06 cm3 per stroke and outlet

10 0,10 cm3 per stroke and outlet

16 0,16 cm3 per stroke and outlet

DVB-2
The DVB-2 metering block is available with either 1 up to 10 outlets. 

Type Output

0,1 0,10 cm3 per stroke and outlet

0,2 0,20 cm3 per stroke and outlet

0,3 0,30 cm3 per stroke and outlet

0,4 0,40 cm3 per stroke and outlet

0,6 0,60 cm3 per stroke and outlet

DVB-3
The DVB-3 metering block is available with either 1; 2 or 3 outlets. 

Type Output

0,2 0,20 cm3 per stroke and outlet

0,4 0,40 cm3 per stroke and outlet

0,6 0,60 cm3 per stroke and outlet

1,0 1,00 cm3 per stroke and outlet

1,5 1,50 cm3 per stroke and outlet
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Single-line metering devices

Technical specifications DVB-1

Number of lubrication points 1 - 10

Operating pressure 15 - 40 bar (271 - 580 psi)

Relief pressure Max. 3 bar (43 psi)

Operating temperature 0 up to 80 °C (32 up to 176 °F)

Lubricant Oil, viscosity range: 10 - 1000 cSt
Fluid grease NLGI-000 or NLGI-00

Material distribution block Aluminum

Material metering nipple Brass

Installation position Outlets upwards if possible

Technical specifications DVB-2

Number of lubrication points 1 - 10

Operating pressure 16 - 50 bar (232 - 725 psi)

Relief pressure Max. 4 bar (58 psi)

Operating temperature 0 up to 80 °C (32 up to 176 °F)

Lubricant Oil, viscosity range: 10 - 1000 cSt
Fluid grease NLGI-000 or NLGI-00

Material distribution block Aluminum

Material metering nipple Brass

Installation position Upwards if possible

Technical specifications DVB-2

Number of lubrication points 1; 2 or 3

Operating pressure 16 - 50 bar (232 - 725 psi)

Relief pressure Max. 4 bar (58 psi)

Operating temperature 0 up to 80 °C (32 up to 176 °F)

Lubricant Oil, viscosity range: 10 - 1000 cSt
Fluid grease NLGI-000 or NLGI-00

Material distribution block Aluminum

Material metering nipple Brass

Installation position Outlets upwards if possible
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Progressive metering devices

BEKA® LX-Series
The LX progressive distributors are designed in a variable disk design with the advantage that the distributor can be 
extended or shortened, depending on the number of lubrication points. The disk design offers the possibility to create a 
complete progressive distributor of individual elements (initial-, middle- and end elements) which have different outlet 
volumes.

•	 100% compatible dimensions and output rate similar to block distributors

BEKA LX-4 

Type element Output per outlet Output per element

LX-4 50 1) 0,05 cm3 0,10 cm3

LX-4 100 0,10 cm3 0,20 cm3

LX-4 150  0,15 cm3 0,30 cm3

LX-4 200 0,20 cm3 0,40 cm3

No. of metering elements Min. 3, max. 10
Excluding start and end element

1) Not available as end element

Technical specifications

Number of lubrication points Max. 20

Operating pressure Max. 300 bar (4351 psi)

Operating temperature -30 up to 80 °C (-22 up to 176 °F)

Lubricant Oil, fluid grease and greases up to NLGI-2

Material Steel, corrosion protected
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Progressive metering devices

BEKA® SX-Series
Progressive distributors in the SX-Series are built in a variable disk design. Therefore the distributor can be extended or 
shortened depending on the number of lubrication points. Because of the disk design, there is the possibility to form 
individual middle elements (metering elements) with different metering volumes to one complete progressive distributor. 

•	 Due to up-positioned sealing washers, easy outlet combination without loosening of lines and fittings
•	 Compact construction with high volume flow

BEKA SX-1

Type element Output per outlet Output per element

SX-1 05 0,068 cm3 0,136 cm3

SX-1 10 0,105 cm3 0,210 cm3

SX-1 15 0,150 cm3 0,300 cm3

SX-1 20 0,210 cm3 0,420 cm3

SX-1 25 0,275 cm3 0,550 cm3

SX-1 35 0,350 cm3 0,700 cm3

SX-1 45 0,430 cm3 0,860 cm3

No. of metering elements Min. 3, max. 10
Excluding start and end element

BEKA SX-2 / SX3

The SX-2 and SX-3 combine compact dimensions with a high volume flow. 

Type element Output per outlet Output per element

SX-2 (3) 07 0,075 cm3 0,150 cm3

SX-2 (3) 11 0,117 cm3 0,234 cm3

SX-2 (3) 17 0,170 cm3 0,340 cm3

SX-2 (3) 23 0,230 cm3 0,460 cm3

SX-2 (3) 30 0,300 cm3 0,600 cm3

SX-2 (3) 38 0,380 cm3 0,760 cm3

SX-2 (3) 47 0,470 cm3 0,940 cm3

No. of metering elements Min. 3, max. 10
Excluding start and end element

Revolutions SX-2 Max. 180 revolutions/min.

Revolutions SX-3 Max. 60 revolutions/min.

BEKA SX-5 

The SX-5 is mainly used in the heavy industry due to the larger connection threads.

Type element Output per outlet Output per element

075 SX-5 0,075 cm3 0,150 cm3

117 SX-5 0,117 cm3 0,234 cm3

170 SX-5 0,170 cm3 0,340 cm3

230 SX-5 0,230 cm3 0,460 cm3

300 SX-5 0,300 cm3 0,600 cm3

380 SX-5 0,380 cm3 0,760 cm3

470 SX-5 0,470 cm3 0,940 cm3

No. of metering elements Min. 3, max. 10
Excluding start and end element
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Progressive metering devices

Technical specifications SX-1

Number of lubrication points Max. 20

Operating pressure Max. 300 bar (4351 psi)

Operating temperature -30 up to 80 °C (-22 up to 176 °F)

Lubricant Oil, fluid grease and greases up to NLGI-2

Material Steel, corrosion protected

Technical specifications SX-2

Number of lubrication points Max. 20

Operating pressure Max. 300 bar (4351 psi)

Operating temperature -30 up to 80 °C (-22 up to 176 °F)

Lubricant Oil, fluid grease and greases up to NLGI-2

Material Steel, corrosion protected

Technical specifications SX-3

Number of lubrication points Max. 20

Operating pressure Max. 300 bar (4351 psi)

Operating temperature -30 up to 80 °C (-22 up to 176 °F)

Lubricant Oil, fluid grease and greases up to NLGI-2

Material Stainless steel, 1.4301

Technical specifications SX-5

Number of lubrication points Max. 20

Operating pressure Max. 300 bar (4351 psi)

Operating temperature -30 up to 80 °C (-22 up to 176 °F)

Lubricant Oil, fluid grease and greases up to NLGI-2

Material Steel, corrosion protected
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Progressive metering devices

BEKA SXW-Series
The progressive distributors in sandwich construction consist of a connecting plate and several metering elements, The 
elements are connected to the connecting plate and can be exchanged individually or completely with the base plate, 
The use of dummy elements is possible, which can be replaced by metering elements if necessary, 

•	 Metering elements can be exchanged individually or completely with the plate
•	 Use of dummy elements, which can be replaced by dosage elements, if necessary
•	 Especially suitable for oil circulation systems

BEKA SXW-1

Type element Output per outlet Output per element

000 SXW-1 Dummy element

100 SXW-1 0,10 cm3 0,20 cm3

150 SXW-1 0,15 cm3 0,30 cm3

220 SXW-1 0,22 cm3 0,44 cm3

300 SXW-1 0,30 cm3 0,60 cm3

400 SXW-1 0,40 cm3 0,80 cm3

500 SXW-1 0,50 cm3 1,00 cm3

630 SXW-1 0,63 cm3 1,26 cm3

750 SXW-1 0,75 cm3 1,50 cm3

900 SXW-1 0,90 cm3 1,80 cm3

No, of metering elements Min. 3, max, 10

BEKA SXW-2

Type element Output per outlet Output per element

000 SXW-2 Dummy element

900 SXW-2 0,90 cm3 1,80 cm3

1300 SXW-2 1,30 cm3 2,60 cm3

1800 SXW-2 1,80 cm3 3,60 cm3

2700 SXW-2 2,70 cm3 5,40 cm3

3700 SXW-2 3,70 cm3 7,40 cm3

No, of metering elements Min. 3, max, 10

Technical specifications

Number of lubrication points Max, 20

Operating pressure 6 - 150 bar (6 - 2175 psi)

Operating temperature -20 up to 80 °C (-4 up to 176 °F)

Lubricant Oil, fluid grease and greases up to NLGI-2

Material Steel, corrosion protected

Material connecting plate Aluminum
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Flow control 

BEKA® Flow control valves
The flow control valve supplies e.g. cylinders in hydraulic systems and friction points in central lubrication 
systems with an adjustable oil volume flow, which is not depending on pressure fluctuations and is mostly 
viscosity independent.
The volume flow can be adjusted by a set screw (incl. knurling). The set screw is secured against 
unauthorized adjustment by a protection cap, which can be equipped with a lead seal.

A new regulation system makes self-cleaning of the throttle system possible, also for smallest adjustable 
volume flows. The system of pressure regulators and comparator throttles can even clean itself when 
washed up particles are bigger than the cross section of the throttle.

The BEKA® Flow control valve can be mounted on the progressive distributors of the SXW-Series

Technical specifications 

Operating pressure 10 up to 250 bar (145 up to 3625 psi)

Lubricant Oil 10 – 1000 cSt

Volume flow range 0,1 to 8 l/min

Temperature range 0 to +60 °C (32 up to 140 °F)

Material Steel, varnished

BEKA® Flow limiting device
Flow limiting devices are primarily used in oil circulating systems for the oil supply of friction points.  
The volume flow rate can be adjusted stepwise by changing the various orifice plates in a range of 0,1 to 
9,0 l/min.

BEKA flow limiting devices can also be installed directly in front of progressive distributors of the types 
SXW-1 and SXW-2, by using a connection plate with plug-in sieve. Different base plates are available for 
the installation of up to 6 flow limiting devices. 

The electric monitoring of the volume flow rate of the flow limiting device is done via a proximity switch. 

If the volume flow rate drops below the value of approx. 70 %, a malfunction signal is send. The installation can be done 
subsequently.

Technical specifications 

Operating pressure 5 up to 200 bar (72 up to 2900 psi)

Operating pressure with signal transmitter 5 up to 85 bar (72 up to 1232 psi)

Lubricant Oil 20 – 600 cSt

Lubricant temperature range 0 up to +100 °C (32 up to 212 °F)

Lubricant temperature range with signal transmitter 0 up to +90 °C (32 up to 194 °F)

Material Aluminum anodized

Protection class P67
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