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Groeneveld-BEKA
Reducing customers’ operational costs and at the same time increasing uptime, productivity, efficiency and safety of their 
vehicles and machines. That is what it’s all about at Groeneveld-BEKA. We accomplish this by developing, producing, 
supplying and servicing industry-leading automatic lubrication, fluid control and safety support systems.

Groeneveld-BEKA, part of The Timken Company, is the world’s second largest producer of automatic lubrication systems, 
fluid management and safety support systems. Groeneveld-BEKA products improve equipment lifetime and reliability, while 
reducing the total cost of ownership. 

Groeneveld-BEKA was formed through the merger of two well-established companies: Groeneveld and BEKA. Groeneveld 
was founded in 1971 and acquired by Timken in 2017. BEKA was founded in 1927 and acquired by Timken in late 2019. 
Groeneveld has also incorporated Interlube into their brand. Interlube was acquired by Timken in 2013.  

Groeneveld-BEKA products are supplied for ex-factory installs to leading manufacturers of trucks, trailers, buses, wind 
turbines, industrial applications, agricultural, mining and construction equipment. In addition Groeneveld-BEKA systems 
are installed in the after-market for a wide variety of transport, construction, agricultural, port equipment and industrial 
applications. Groeneveld-BEKA strives to develop and manufacture all of its products in-house according to World Class 
Manufacturing principles. 

Automatic Lubrication Systems

Groeneveld-BEKA offers dedicated automatic lubrication systems for all kinds of equipment in a wide variety of market 
segments, from the smallest excavator to the largest trucks and industrial applications. The application of our high-end 
systems leads to decreased wear and tear of critical components resulting in extended lifetime, less downtime and reduced 
repair and maintenance costs. In short: higher productivity and lower operational costs. As maintenance technicians no 
longer have to climb on or crawl under the equipment, Groeneveld-BEKA’s automatic lubrication systems also contribute to 
safety. 

For optimal greasing in all circumstances Groeneveld-BEKA also offers the right type of grease for every application and 
every system. This is your guarantee for many years of trouble-free operation of your system and perfect lubrication of 
your valuable equipment. 
 

Fluid Control

Groeneveld-BEKA’s fluid management systems reduce daily maintenance and minimize the risk of unexpected downtime by 
controlling engine oil levels or removing contamination. Next to the oil management systems, Groeneveld-BEKA also offers 
systems which easily convey hydraulic power from fixed to moving points.

Safety Support Systems

For many years, Groeneveld-BEKA supplies safety support systems for a wide range of applications. Speedlimiters as well  
as obstacle detection and camera systems by Groeneveld-BEKA increase safety in many segments from road transport to 
construction, port, terminal and internal transport.

The World of Lubrication

Groeneveld-BEKA is a global enterprise with a worldwide coverage. In many 
countries, the company is also represented by independent distributors and 
dealers – all just as driven as our own organisation to offer added value to the 
customer’s company. 

With decades of experience providing reliability services to a range of 
industries, Groeneveld-BEKA offers complete automated maintenance solutions 
for all your needs. Groeneveld-BEKA’s reliability products maintain your 
equipment, helping you increase uptime and improve profitability.

Visit the Groeneveld-BEKA website for contact details of our subsidiaries, distributors and service dealers.
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Recycling industry

Less maintenance, improved efficiency and lower costs.
Manual lubrication of bearings, for example, is not only without risk, it also takes time. Time during which mining 
equipment should be in operation to make money. Because in the end it is all about profitability.

Groeneveld-BEKA’s lubrication systems have been proven to extend component life compared with manual greasing, 
dramatically cutting the cost of component replacements, reducing downtime and improving efficiency and safety.

The benefits

The benefits of automatic lubrication are clear: a better greasing of critical components, no time wasted on manual 
lubrication and the certainty that lubrication points will always be greased independent of weather conditions, time 
schedules or operators. All resulting in significant cost savings.

Reduced costs

•	 Improved availability of maintenance personnel for other technical activities.
•	 Reduced lubricant spillage that occurs with manual lubrication which will contribute to a smaller environmental 

footprint.

Higher equipment productivity

Reduced downtime resulting from:
•	 Lubrication taking place during normal operation.
•	 Better and uniform greasing of all critical components because bearings are in motion when lubrication takes place, 

resulting in less wear and tear.

Decreased maintenance

•	 With manual lubrication, grease will follow the path of least resistance due to the fact that greasing has to take place 
under static conditions. So, the grease is not equally distributed around the lubrication point. Automatic greasing 
avoids this, as lubrication will take place during operation, reducing wear of critical components.

•	 The lubrication is done automatically and is also monitored. Forgetting to lubricate some lubrication points by the 
service staff is eliminated.

•	 Reduced replacement rate of components and bearings up to 50%.
•	 Decreased machine labour costs by ~ 50%.

Improved safety

•	 Reducing maintenance requirements and breakdowns will mean that employees spend less time in potentially 	  
	 hazardous situations during interactions between people and machinery.

Effectiveness of Automatic Lubrication

Overgreasing

Optimal greasing level

Undergreasing

Automatic lubrication



Automatic lubrication systems for the recycling industry
Productivity of recycling equipment relies on a wide range of components and mechanisms for drive and movement. Whilst 
manufacturers do what they can to contribute to the components’ durability for use under harsh operating conditions, it 
is only in combination with appropriate lubrication that these components become fully functional and deliver to their full 
potential in terms of expected life.

In recycling operations equipment suffers from harsh ambient conditions, dust, dirt and vibrations. Combining this with 
hard and dangerous to reach lubrication points, it’s very hard to keep the equipment running without proper lubrication. 

Automatic lubrication systems continuously improve equipment productivity and decreasing maintenance by supplying 
fresh lubricant to the connected lubrication points. The right quality and quantity at the right time. Groeneveld-BEKA 
lubrication systems are adapted to each mining application and its operating conditions and are available. 

All Groeneveld and BEKA systems distinguish themselves through the highest quality and operational reliability. They are 
tried-and-tested all over the world.
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Automatic lubrication

Crushing plants

Junkyard processing Conveyor belts Chains

CompactorsShearing machines



Automatic lubrication solutions

Less maintenance, improved efficiency



Dual-line lubrication systems
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Groeneveld® Twin
Unique product features make the Twin the best solution for larger machines that are often used under extreme 
conditions. The system works under relatively low pressure, which means that the structure and therefore the quality of 
the grease is preserved. 

The dual-line system with its patented metering units ensures that all lubrication points are always optimally lubricated. 
This is made possible due to precise metering and lubrication intervals, also in case of extremely low or high ambient 
temperatures and large distances between pump and lubrication points.

•	 Grease output and grease delivery independently of ambient temperature and grease viscosity
•	 �Thanks to the relatively low work pressure, the quality of the grease is preserved
•	 �Modern pump with real-time clock, memory, CAN-Bus connection� and follower plate
•	 High quality metering units and distribution blocks 
•	 Standard with external display
•	 �The filling coupling with filter prevents contamination during filling
•	 �Easily extended to grippers, excavation buckets and other equipment pieces through quick couplers
•	 Suitable for biodegradable grease

System overview

Follower plate
The follower plate ensures that all the grease in the reservoir is 
used. This means that the reservoir wall remains clean, allowing you 
to check the grease level visually. Aging of the grease as a result of 
oxidation is also prevented.

Reservoir
Twin is available with reservoir volumes of 3, 4, 6 and 8 litres. 

Filler coupling with filter
�The filling coupling with grease filter prevents contamination of the 
grease during filling.

Pump housing
The pump is made of hard anodised aluminium and nylon reinforced 
- containing the control unit, memory database and minimum level 
indicator.

Twin XL & Twin barrel pump 

For larger applications, the Groeneveld range includes the Twin XL with 
an extra large reservoir of 20 litres. An automatic lubrication system with 
a higher grease delivery and an extra large reservoir, made of sturdy and 
coated material. 

For machines with an extremely high grease demand Groeneveld-BEKA also 
offers the Twin barrel pump, suitable for barrels with reservoir volumes from 
40 to 200 litres.

Twin XL



Dual-line lubrication systems
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Working principle

A Twin system consists of a pump with grease reservoir, a main line network to the distribution blocks with metering units 
and a secondary line network to the lubrication points. The grease is pumped to the distribution blocks via a double main 
line network. The metering units supply the exact right amount of grease to each of the lubrication points. 

The pump switches off once the pressure in all metering units is at least 100 bar. As a result, always the right amount of 
grease is provided at each lubrication point, independent of counter-pressure, temperature or viscosity of the grease.

Pressure switch

Metering units

Secondary 
grease lines

Primary grease line B

Twin pump
•	 �Control unit and memory
•	 �Reservoir with follower 

plate, filler coupling and 
minimum level indicator

•	 Test switch

Primary grease line A

Technical information

Pump type Electrically operated piston pump

No. of outlets 1 outlet excising of 2 main lines

Maximum number or lubrication points 1) 200

Delivery volume Twin 12 cm3/min. 

Delivery volume Twin XL 20 cm3/min.

Delivery volume  Twin barrel pump 60 cm3/min.

Maximum operating pressure 250 bar (3625 psi)

Lubricant Grease class NLGI-2

Temperature range -20 up to +70 °C (-4 up to 158 °F)

Supply voltage 12 or 24 V DC

Protection class (pump unit) IP67

1) Depending on system resistance, grease delivery and line length



Progressive lubrication systems
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BEKA® FKG-EP Series
The BEKA® FKG-EP Series is a range of electrically actuated pumps with up to 8 lubrication outlets, depending on the 
pump type. The complete series contains a wide range of different pump types which are commonly used as a progressive 
lubrication system for a variety of industrial applications. The versatility of the system also makes it possible to set-up the 
system as a single line lubrication system. 

The pumps in the FKG-EP Series are able to work with commercial greases from NLGI-000 up to NLGI-2.

•	 A versatile solution for a variety of industrial applications 
•	 Suitable for the most common greases
•	 Springless pump elements with desmodromic drive for highest reliability

System overview 

Level monitor
Pumps in the FKG-EP Series be equipped with an electronic grease 
level controller to monitor the minimum grease level.

Reservoir
The pumps in the FKG-EP Series are equipped with either a 
plastic or steel reservoir with different capacities. All reservoirs 
are equipped with an agitator blade. The agitator blade pushes 
the lubricant into the suction area in the pump housing through 
a screen, preventing the lubricant from air bubbles. The agitator 
blade in transparent reservoirs also enable a visual check of the 
lubricant volume.  

Filing zerk
The pump can be filled with a standard filling gun. The grease 
nipple can be replaced with a larger filler coupling or a straight 
fill-in connection to use a fill-in press.  

Control unit
The FKG-EP series differ in control type. Depending on the pump 
type, they are delivered with or without an integrated control 
unit in the bottom housing. 

The EP-tronic control unit offers you: 
•     3 control functions: time, distributor stroke or pump revolutions
•     Electronic monitoring of grease level, pump function, distributor function, line rupture and lubricant feeding
•     Integrated data logger with diagnosis module DiSys

Pump elements

Depending on the pump type up to 8 lubricant outlets can be installed on the pump. A separate pump element is required 
for each outlet. Three pump elements with different flow rates are available, as well as a flow-adjustable pump element. 
All pump elements are marked either with a groove or with a notch for a better differentiation.

The pump elements can be equipped with a visual malfunction indicator on the pressure relief valve. If a malfunction 
should occur in the lubrication system and operating pressure rises, a red pin becomes visible. 

Pressure: Max. 350 bar (5076 psi)
Pressure limiting valve: adjusted to 290 bar (4206 psi)

PE 60 PLV
0,06 cm3/stroke

PE 120 PLV
0,12 cm3/stroke

PE 120 V PLV
Max. 0,12 cm3/stroke

Adjustable output

PE 170 PLV
0,17 cm3/stroke

FKG-EP Series pump without control unit



Progressive lubrication systems
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Technical information

Function principle Electric

Outlets Max. 8, depending on pump type

Delivery volume 1) 0,06 to 0,17 cm³

Adjustable delivery volume 2) 0,04 to 0,12 cm³

Lubricant Greases up to NLGI-2, grease with solid contents only on demand

Operating temperature 3) -20 up to +70 °C / (-4 up to 158 °F)

Operating pressure Max. 350 bar (5076 psi)

Pressure limiting valve Adjusted to max. 290 bar (4206 psi)

Reservoir 1,9; 2,5; 4,2; 8 kg plastic transparent
2; 4 kg steel

Protection class IP54

Operating voltage 12 or 24 V DC
115; 230 or 400 V AC

1) Depending on pump element
2) Only possible with PE 120 V 
3) Depending on lubricant



BEKA® GIGA
The BEKA GIGA range is like having four pumps in one! It serves the full range of automatic lubrication systems and 
can be used as a progressive as well as a single line, dual line or sectional system. The progressive system is the most 
commonly used layout. 

The GIGA has three independent outlets for lubricant supply that are tied together by internal channels within the pump
housing. Each channel can be used for a different section (with its own pump element) and set to a unique cycle, or they
can all be combined to one lubrication circle with a higher delivery rate.

•	 Suitable for all lubrication systems: single line, dual line, progressive and sectional 
•	 Three lubrication circuits that can be operated independently
•	 Grease metering regardless of the ambient temperature
•	 Available in different reservoir sizes; 4, 8 or 16 litre

System overview

Progressive lubrication systems

Reservoir cover

Reservoir
The GIGA is available with reservoir volumes of 4, 8 and 16 litre.  
All reservoirs contain a agitator blade which enables a visual check  
of the lubricant volume in the reservoir. 

Filling port
The pump can be filled with a standard filling gun. 

Pump housing
The delivery volume of the GIGA can be varied by combining 
the outlets to one due to the special pump body with integrated 
channels.

Pressure limiting valve

Pump element
The GIGA has up to a maximum of 3 independently operating 
lubricant outlets. A separate pump element is required for each 
outlet. Two pump elements with different flow rates are available. 

Controller with motor housing
There are 3 different housings available:
 
•	 A version without control 
•	 A version with the GIGA-tronic 
•	 A version with the GIGA-multitronic control unit. 

PE 120G PLV
0.12 cc/stroke and outlet

PE 250G PLV
0.25 cc/stroke and outlet

Pump elements

Two pump elements with different flow rates are available for the GIGA range. Both elements are available with or 
without a pressure limiting valve. 
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Progressive lubrication systems
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Outlet position 2

GIGA Plus with  
GIGA-multitronic control

Working principle

A progressive system consists of a lubrication pump and progressive distributors. The pump delivers the lubricant into a 
main distributor. The main distributor distributes the lubricant in the correct ration to the secondary distributors which 
continue to distribute the lubricant to the lubrication points. 

By internally connecting the outputs of the GIGA pump unit you can create 1 lubrication cycle with an output of 0,25;  
0,50 or 0,75 cm3 per stroke.

The GIGA can also be set-up as an extended progressive system, a sectional system. Systems or machine groups are then 
divided into sections and are only lubricated when they are used. 

Outlet position 1

Technical information

Function principle Electric

Outlets Max. 3

Delivery volume Depending on pump element

Lubricant Grease class NLGI-2

Operation temperature 1) -30 up to +70 °C (-22 up to 158 °F) 

Operating pressure Max. 300 bar (4351 psi)

Pressure limiting valve Adjusted to max. 280 bar (4061 psi)

Number of revolutions 17 min-1

Reservoir 4; 8 or 16 l

Supply voltage 12; 24 V DC 
100 up to 250 V AC

Protection class IP67

1) 	Depending on grease class

Outlet position 3



Progressive lubrication systems
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BEKA® F-Series
The BEKA F-Series is designed to provide lubricant within a central lubrication system or to single lubrication points, 
independent of ambient temperatures. The F-Series is the ultimate solution for applications requesting a larger amount of 
lubricant by a progressive, a dual line or multi-line system. 

The F-series contains three pump models, the F6, F-Super and F-Super 3, and comes with a variety of reservoir capacities. 
The pump can be driven by the machine that has to be lubricated or by its own geared motor. 

•	 Large range of reservoirs, varying from 5 up to 100 kg
•	 Robust steel construction ensures reliable use in mining and outdoor applications 
•	 Suitable as a progressive, dual line or multi-line lubrication system

�

System overview

Reservoir with agitator blade
The grease reservoirs are equipped with paddle blades which tumble out possible 
air inclusions and press the medium into the suction chambers at the same time.

Pressure limiting valve
The pressure limiting valve at the pump element is preadjusted to 250 bar (F6) or 
280 bar (F-Super) to protect the system against overload.

Pump elements
The pump elements are installed into the pump housing in circular form on 1 or 
2 levels. Three pump elements with different flow rates are available, as well as 
a flow-adjustable pump element. All pump elements are marked either with a 
groove or with a notch for a better differentiation.

Adjustment of the delivery rate is possible for the pump elements PE 120 V or PE 
560 V. The PE 560 V is only available for the F-super 3.

Filling connection
The grease reservoir can be refilled via the reservoir cover, or via the filling 
connection with a filter at the bottom of the pump. 
If requested by the customer, the pumps can also be equipped with an electrical 
minimum level (standard) or maximum level monitoring.F-Super with geared motor

Pumping elements

Depending on the pump type up to 8 lubricant outlets can be installed on the pump. A separate pump element is required 
for each outlet. Three pump elements with different flow rates are available, as well as a flow-adjustable pump element. 
All pump elements are marked either with a groove or with a notch for a better differentiation.

The pump elements can be equipped with a visual malfunction indicator on the pressure relief valve. If a malfunction 
should occur in the lubrication system and operating pressure rises, a red pin becomes visible. 

Pressure: Max. 350 bar (5076 psi)
Pressure limiting valve: adjusted to 290 bar (4206 psi)

PE 60 PLV
0,06 cm3/stroke

PE 120 PLV
0,12 cm3/stroke

PE 120 V PLV
Max. 0,12 cm3/stroke

Adjustable output

PE 170 PLV
0,17 cm3/stroke

PE 560 V
0,65 cm3/stroke

Adjustable output
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Technical information F6

Motor Rotating or with geared motor.

Operating voltage (geared motor) 230 / 400 V AC / 3~

Max. number of outlets 20

Max. delivery volume 0,06 - 0,17 cm3/stroke and outlet 1)

Material Steel 

Reservoir volume 5, 7.5 or 10 kg

Max. pressure 250 bar

Pressure limiting valve adjusted to 250 bar Max. 1000 mm

Lubricant Grease up to NLGI-2

Protection class (motor) IP55

1) Depending on pump element

Technical information F Super

Motor Rotating, with geared motor or oscillating

Operating voltage (geared motor) 230 / 400 V AC / 3~

Max. number of outlets 21

Max. delivery volume 0,06 - 0,17 cm3/stroke and outlet 1)

Material Steel

Reservoir volume 5, 10, 20, 48, 65, 100 kg 

Max. pressure 350 bar

Pressure limiting valve adjusted to 280 bar Max. 1000 mm

Lubricant Grease up to NLGI-2

Protection class (motor) IP55

1) Depending on pump element 
 

Technical information F Super 3

Motor Rotating, with geared motor or oscillating

Operating voltage (geared motor) 230 / 400 V AC / 3~

Max. number of outlets 3

Max. delivery volume 0,56 cm3/stroke and outlet 1)

Material Steel

Reservoir volume 5, 10, 20, 48, 65, 100 kg 

Max. pressure 400 bar

Lubricant Grease up to NLGI-2

Protection class (motor) IP55

1) Depending on pump element

Working principle

The pumps in the F-Series are driven by the to be lubricated machine or by a flanged motor. When the pump is activated, 
the delivery piston inside the pump unit pumps the lubricant to the pump elements. The pump elements transfer the 
grease to the main and secondary progressive distributors, or to the metering valves to deliver the lubricant to the 
lubrication points. 

When the system is set-up as a multi-line system, the grease is transferred from the pump elements to the lubrication 
points directly.



BEKA® Stream 
The powerful BEKA Stream is designed to provide lubricant within a central lubrication system, independent of ambient 
temperatures. The BEKA Stream is the ultimate solution for large applications requesting a larger amount of lubricant and 
is suitable for EP greases up to NLGI-2. 

The system works with a relatively low pressure, preventing separation of the grease. Depending on the type of 
application, the system can be used for single-line, dual-line or progressive lubrication systems.  

The use of wear-resistant materials makes the seals uniquely resistant like no other on the market. This pump is not only 
the perfect partner in the mining sector, where tough and rough operating conditions prevail. Even when operating with 
lubricants containing solids, the maintenance effort remains low and simple thanks to the user-oriented design. 

The Stream is available in both an electrical and hydraulic version and can be ordered together with a container or barrel. 
Optional fill level monitors ensure that refilling with lubricant can be perfectly planned.

•	 Robust construction ensures reliable use in mining and outdoor applications
•	 High delivery capacity, perfectly suitable for large applications
•	 Reliable lubricant supply even at extreme ambient temperatures
•	 Available with a wide range of reservoir capacities, as container version or barrel pump
•	 Easy to maintain because no oil change is necessary

System overview

Barrel pumps

Motor

Pressure outlet and return connection
The integrated return connection offers the possibility to return grease into the 
grease container during the relief sequence or in case the pressure safety valve 
opens. Therefore, the grease stays in the system only for a short time before being 
sucked into the system again. 

The return connection can also be used for refilling the container. 

Level monitoring 

Overfill protection
The overfill protection helps to avoid possible pump damages due to overfilling. 

Grease container with follower plate
An follower plate with an intelligent follower piston contour in the container 
ensures that no air is sucked into the container. It also ensures that all the grease in 
the reservoir is used and prevents oxidation of the grease.

Filling connection
The filling connection makes it possible to fill up the grease container with use of  
a filling pump. 

Control unit
When using the Stream as a progressive system it is possible to control the pump 
with the external control unit Tronic-E. This multifunctional external control unit 
is used to control lubrication systems which are operated by different lubrication 
pumps.

The control unit is equipped with a data base, and saves the following values with 
date and time (RTC Real-Time-Clock, also adjustable for other time zones):

•	 Data of the control unit (e.g. type, version of control unit, serial number etc.)
•	 Current settings (e.g. cycle duration, operating type, lubrication duration etc.)
•	 Statistic values (e.g. operating hours, operating time of pump, number of 

intermediate lubrications, number of level errors, pulse monitoring errors, 
revolution monitoring error, total diagnosis etc.)

The external control unit Tronic-e has a data memory which saves e.g. already 
processed times.

Stream E
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Working principle

The Stream pumps are driven by a flanged electric motor (Stream E) or hydro motor (Stream H). The rotary motion of  
the motor is transformed into a stroke movement of the piston rod by an eccentric in the housing. The delivery piston of 
the pump is firmly connected to the piston rod, which forcibly triggers a suction and pressure stroke. Hence, the lubricant is 
drawn into the suction bore at the lower end of the delivery line and is delivered to the pressure outlet. 

The lubrication pump delivers the lubricant to the distributors. The system can be branched as required. 

The BEKA Stream is characterized by easy installation, operation and maintenance and can be extended as required. It is 
tried-and-tested in large numbers all over the world.

Barrel pumps

Technical information

Pump type Electric or hydraulic

No. of outputs 1

Delivery volume at 20 °C (68 °F) Max. 120 cc/min

Maximum operating pressure 240 bar (3480 psi)

Grease class Up to NLGI-2 without solid content

Container capacity 41, 54 or 68 liter

Barrel capacity 213 liter 

Protection class motor IP65

Stream E

Supply voltage 24 Vdc

Current consumption Max. 15A

Temperature range -40 up to +65 °C (-40 up to 149 °F), depending on lubricant

Stream H

Drive medium Hydraulic oil ISO VG 46-100

Drive pressure 20 - 250 bar (290 - 3625 psi)

Return pressure Max. 3 bar (43 psi)

Volume flow 6-12 l/min

Temperature range -30 up to +65 °C (-22 up to 149 °F), depending on lubricant

Recycling industry





Metering devices & 
accessories



Dual-line metering devices

Mining industryTransport & LogisticsRecycling industry

Groeneveld® dual-line metering devices
The Groeneveld® dual-line distribution blocks are build by combining a distribution block with different metering units. 
Unused ports on the distribution block are sealed with a blind plug. A pressure switch can also be mounted into one of the 
ports. The metering units deliver the lubricant under pressure via secondary lines directly to the lubrication points. 

A distribution block with metering units forms an closed structure and can therefore be fitted in a moist or dirty 
environment without problems. Both distribution blocks and metering units are available in brass and stainless steel. 
Brass is always used as standard. When it is known that part of the machine will be operating in an aggressive environment 
(e.g. salt, fertiliser, unslaked lime, acids, etc.) it is recommended to use stainless steel for that part of the lubrication 
installation.

Groeneveld® dual-line distribution blocks 

Groeneveld-BEKA offers different types of distribution blocks for the Groeneveld dual-line system:
•	 Flat distribution blocks, with the metering units in one line made out of brass or stainless steel
•	 Distribution blocks with threaded studs, fitted with a double row of metering units made out of brass or stainless steel

Metering units

The metering units are available with different grease outputs and are distinguished from each other using numbers. 
If the largest dosing rate does not deliver sufficient grease to a grease point then it is possible to connect metering units 
together.

Flat distribution blocks Distribution blocks with threaded stud

Metering unit Output per cycle

0 0,025 cm3

1 0,050 cm3

2 0,100 cm3

3 0,150 cm3

4 0,200 cm3

5 0,250 cm3

6 0,300 cm3

Metering unit Output per cycle

7 0,350 cm3

8 0,400 cm3

8.5 0,700 cm3

9 1,000 cm3

10 2,000 cm3

11 4,000 cm3

Technical specifications

Number of lubrication points 2 up to 22

Operating pressure 16 - 50 bar (232 - 725 psi)

Relief pressure Max. 4 bar (58 psi)

Operating temperature 0 up to 80 °C (32 up to 176 °F)

Lubricant Oil, viscosity range: 10 - 1000 mm²/s
Fluid grease NLGI-000; NLGI-00

Material distribution block Brass; stainless steel

Material metering nipple Brass; stainless steel

Installation position Outlets upwards if possible



Dual-line metering devices
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BEKA® BZ dual-line metering devices
The BZ dual-line metering devices are distributor units with hydraulic changeover. The metering pistons are controlled by 
supplied lubricant in a way that lubricant comes out of all outlets opposite to the distributor’s pressurized side. During this 
procedure, lubricant is displaced by the control piston and feedback to the reservoir via the pressure-less distributor part. 

Opposite outlets can be combined to one outlet -after removal of the sealing screw DIN 912 - M6x10with sealing ring. The 
other outlet (not used one) has to be closed. If an outlet is closed without prior removal of the sealing screw, no lubricant 
will be dosed, at the opposite outlet neither.

BEKA® BZ

The metering volume per cycle and outlet is 3 cm3 at full stroke. Reducing the metering volume 
to 0,25 cm3 is possible by a stroke limitation with the adjustment screws. Each revolution of the 
set-screw changes the dosage volume by 0,14 cm³. The outer screw serves for locking. 

The dust cap protects the indicator pin against dirt and serves as visual indicator for the function 
at the same time.

Technical information

Operating pressure: Min. 35 bar  
max. 400 bar

Temperature range: -30 °C to +80 °C

Medium: Oil, grease up to NLGI-3

Viscosity range: ≥ 50 mm²/s

Dosage volume 0,25 to 3 cm³/stroke and outlet

Control volume: 0,5 cm³/stroke and outlet

Material: Stainless steel 1.4305 (AISI303) or 1.4404 (AISI316L)



Progressive metering devices
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BEKA® SX-Series
Progressive distributors in the SX-Series are built in a variable disk design. Therefore the distributor can be extended or 
shortened depending on the number of lubrication points. Because of the disk design, there is the possibility to form 
individual middle elements (metering elements) with different metering volumes to one complete progressive distributor.

•	 Due to up-positioned sealing washers, easy outlet combination without loosening of lines and fittings
•	 Compact construction with high volume flow

BEKA® SX-1

Type element Output per outlet Output per element

SX-1 05 0,068 cm3 0,136 cm3

SX-1 10 0,105 cm3 0,210 cm3

SX-1 15 0,150 cm3 0,300 cm3

SX-1 20 0,210 cm3 0,420 cm3

SX-1 25 0,275 cm3 0,550 cm3

SX-1 35 0,350 cm3 0,700 cm3

SX-1 45 0,430 cm3 0,860 cm3

No. of metering elements Min. 3, max. 10
Excluding start and end element

Technical specifications

Number of lubrication points Max. 20

Operating pressure Max. 300 bar (4351 psi)

Operating temperature -30 up to 80 °C (-22 up to 176 °F)

Lubricant Oil, fluid grease and greases up to NLGI-2

Material Steel, corrosion protected



Progressive metering devices
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BEKA® LX-Series
The BEKA LX progressive distributors are built in modular disc design. Therefore the distributors can be extended or 
shortened depending on the number of lubrication points. Because of the disk construction, there is the possibility to form 
individual distributors with different metering elements and different metering volumes. 

BEKA® LX-3

Type element Output per outlet Output per element

LX-3 0.20 cm3 0.40 cm3

No. of metering elements Min. 3, max. 10
Excluding start and end element

 

BEKA® LX-4 

Type element Output per outlet Output per element

LX-4 50 1) 0,05 cm3 0,10 cm3

LX-4 100 0,10 cm3 0,20 cm3

LX-4 150  0,15 cm3 0,30 cm3

LX-4 200 0,20 cm3 0,40 cm3

No. of metering elements Min. 3, max. 10
Excluding start and end element

1) Not available as end element

Technical specifications

Number of lubrication points Max. 20

Operating pressure Max. 300 bar (4351 psi)

Operating temperature -30 up to 80 °C (-22 up to 176 °F)

Lubricant Oil, fluid grease and greases up to NLGI-2

Material Steel, corrosion protected
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Rotalube chain lubricator
The Rotalube chain lubrication system is a unique and precise method of applying accurate  
amounts of lubricant on to the chain linkages during its operating cycle. Rotalube is a controlled  
applicator that does not suffer from excessive wear, and maintains accurate lubrication whatever  
the condition of the chain.

Rotalube delivers the lubricant through ports located either side of the teeth of the sprocket. 
These ports line up to the pins and bushes of the chain and lubricates through the indicated port  
every time the chain moves. 

The Rotalube applicator is available in different sizes for British standard as American standard. 
Customized applicators are available upon request.

Technical information

Model Simplex or duplex

Lubricant Oil, 68 Cst up to 100 Cst

Operating pressure Between 0,34 and 1,36 bar (5 - 20 psi)

Operating temperature -20 up to +70°C (-4 up to 158°F)*

Material Stainless steel hub and nylatrone sprocket
Sprocket inserts: Brass 

PU lubrication pinions for chains 
The PU-lubrication pinions for chains are open celled PU pinions where the wear 
resistant plastic pinion stores the lubricant and applies it selective onto the surface of 
brackets and roller chains. Lubricant is supplied through the axis and the according 
drilling holes in the bush into the foam material.

The plastic pinion is installed parallel to the chain’s running direction. Due to the 
plastic pinion, the optimal distance of the foam material rolls towards
the link plate is adjusted. Hence slips or wear of rolls are prevented.

With these PU lubrication pinions, a wear free operation of chains over a long time  
is guaranteed.

Technical information

Model Simplex or duplex

Lubricant Oil and greases up to NLGI-2

Operating temperature -30 up to +150°C (-4 up to 158°F)*

Material Open-cell polyurethane foam

Lubrication brushes and felt pads
Different types of brushes are available to meet the different requirements of 
applications as lubrication systems for chains or surface wetting. Brushes do not only 
lubricate the contact points of the links, but rather the entire chain.

Brushes are available in different sizes to suit different chain dimensions. 

Additionally lubrication felts can be used to lubricate chains, especially short-link 
chains. Chains and sprockets will remain in top condition due to a perfectly controlled 
lubrication process. Lubricant is applied to the chain with a felt pad.  

The applicator felt pad can be replaced separately.
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Despite every effort on our part, deviations from the illustrations or dimensions, calculation errors, printing errors or incomplete information in this brochure cannot be excluded. Groeneveld-BEKA 
accepts no liabilities for any inaccuracies and/or incompleteness in the content of the brochure. It is not permitted to continue to distribute the information published in this brochure without prior written 
permission from Groeneveld-BEKA, provided it is for personal use and solely for the purpose for which the information has been made available. 
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